Quick 



• Read this Quick Reference before you start using your P-touch. 

• Keep this Quick Reference in a handy place for future reference. 



brother. 



Quick Reference 



Thank you for purchasing the PT-9200DX! 



With your new Brother label printer, you can print personalized labels for any purpose. Simply insert a label cassette into 
the PT-9200DX, design your label with the enclosed P-touch Editor software, and then print it out. Your customized label 
prints out in seconds. Labels are available in various sizes and colors — ideal for color-coding and your own special 
labeling needs. 

The many features of the P-touch Editor software make creating great labels quick and easy. Not only does the software 
automate the more complicated layout functions, but it also includes a variety of pre-formatted templates for immediate 
use. 



Federal Communications Commission (FCC) Declaration of Conformity 
(For USA Only) 

Responsible Party : Brother International Corporation 
100 Somerset Corporate Boulevard 
Bridgewater, NJ 08807-0911 USA 
TEL : (908) 704-1 700 

declares that the product 

Product Name : Brother Label Printer P-touch Pro DX 
Model Number : PT-9200DX 

complies with Part 15 of the FCC Rules. Operation is subject to the following two conditions: (1) this device may 
not cause harmful interference, and (2) this device must accept any interference received, including interference 
that may cause undesired operation. 

This equipment has been tested and found to comply with the limits for a Class B digital device, pursuant to Part 1 5 
of the FCC Rules. These limits are designed to provide reasonable protection against harmful interference in a 
residential installation. This equipment generates, uses, and can radiate radio frequency energy and, if not 
installed and used in accordance with the instructions, may cause harmful interference to radio communications. 
However, there is no guarantee that interference will not occur in a particular installation. If this equipment does 
cause harmful interference to radio or television reception, which can be determined by turning the equipment off 
and on, the user is encouraged to try to correct the interference by one or more of the following measures: 

- Reorient or relocate the receiving antenna. 

- Increase the separation between the equipment and receiver. 

- Connect the equipment to an outlet on a circuit different from that to which the receiver is connected. 

- Consult the dealer or an experienced radio/TV technician for help. 

- The enclosed interface cable should be used in order to ensure compliance with the limits for a Class B digital 
device. 

- Changes or modifications not expressly approved by Brother Industries, Ltd. could void the user's authority to 
operate the equipment. 



Patent numbers 


and patent publication numbers which are related to this product are as below: 


USP4839742 


USP4983058 


USP5120147 


USP4927278 


USP5009530 




USP4976558 


USP5069557 
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Unpacking 



PT-9200DX 1 1/2"-wideTZ tape cassette 

(black characters on white tape) 




Interface cables (2) 



Serial: For either IBM PC-compatible or USB: For either IBM PC-compatible or 
Macintosh® computers Macintosh® computers 




CD-ROM containing the PC and Mac software and their manuals 

Precautions: 





Be careful that the CD-ROM 
is not scratched. 



Do not subject the CD-ROM 
to extremely high or 
extremely low temperatures. 




Do not put heavy objects on 
the CD-ROM. 



Brother Co., Ltd. and its suppliers possess all rights and copyrights to this software (including, but not limited to, the 
programming, images, clip art, templates, and text incorporated into the software), the text in the enclosed manuals, and 
duplicates of the software. This software, either in part or in whole, may not be duplicated, modified, reverse engineered, 
disassembled or decompiled without permission. 
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Connecting the interface and power supply cables 

Connect the PT-9200DX to the computer according to the instructions below. 




O Make sure that both the PT-9200DX and the computer are turned off. 

© Connect one end of the enclosed serial interface cable to the serial connector (IOIOI) of the PT-9200DX and the other 
end of the cable to the serial port of the computer. For a Macintosh® connection, connect the PT-9200DX to either the 
modem or the printer port (preferably the modem port). 

v The serial (RS-232C) ports of some computers are shaped so that the serial interface cable cannot be connected. 
If this is the case, use a commercially available adapter. 

^ Read the installation procedure on pages 12 through 1 9, and then follow the instructions to install the printer. 




O Connect one end of the enclosed USB interface cable to the USB connector («^> ) of the PT-9200DX and the other 
end of the cable to the USB port of the computer. 

®° Do not connect the PT-9200DX to the computer using both the serial and the USB interface cables, otherwise 

the PT-9200DX may be damaged. 
^ When making a USB connection through a hub, a proper connection may not be possible due to the type of hub 

used. If printing is not possible with a hub connection, try connecting the PT-9200DX directly to the computer 

using the USB interface cable. 
© Insert the power cord into the PT-9200DX. 

© Insert the power cord plug into an AC outlet equipped with a grounding terminal. Some locations may require the use 
of an adapter provided with a grounding wire. Connect this wire to the ground terminal. 
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Installing P-touch Editor 



Before labels can be printed on the PT-9200DX, the P-touch Editor software and the PT-9200DX printer driver must be 
installed. 

On an IBM PC-compatible computer: 

Check that your system configuration meets the following requirements. 
Computer: IBM PC or compatible 
Operating system: 

Serial interface: PC equipped with an x86 processor and a serial (RS-232C) port, and running Microsoft 

Windows® 95/98/2000 or Windows® NT 4.0 
USB interface: PC equipped with a USB port and running Microsoft® Windows® 2000, or pre-installed with 

Microsoft® Windows® 98 

®° Some PC's with Microsoft® Windows® 95 pre-installed do not support all USB hardware features. 
Hard disk free space: At least 20 MB 

^ A few hundred megabytes of additional free space may be needed when printing long labels or large amounts of 
data. 

Monitor: VGA or higher graphics card 
Port: Serial or USB 
Available memory: Minimum 32 MB 
CD-ROM drive 



Printer Driver Installation 
(for Windows® 95/98/NT 4.0/2000) 

For a serial connection: 



With Windows® 95/NT 4.0: 



The software and printer driver installation should be per- 
formed in the following order: 

(1 ) P-touch Editor Version 3.1 

(2) Printer driver 

O Insert the P-touch Editor CD-ROM into the computer's 
CD-ROM drive. A dialog box that allows you to select 
what to install automatically appears. 




If the dialog box does not automatically appear, 
double-click "My Computer" on the desktop, double- 
click the icon for the CD-ROM drive containing the 
CD-ROM, and then double-click "Ptsetup.exe" to 
display the dialog box. 



To install both P-touch Editor Version 3.1 and the serial 
printer driver for the PT-9200DX, click the top button 
(P-touch Editor). 

To install just the serial printer driver for the PT- 
9200DX, click the bottom button (Printer driver). (If just 
the printer driver is to be installed, continue with the 
installation from step 5.) 

(1) P-touch Editor Version 3.1 installation 

© Install P-touch Editor Version 3.1 according to the 
procedure described in P-touch Editor Version 3.1 
Installation on pages 20 through 21 . 

O After installation of P-touch Editor Version 3.1 is 

finished, install the printer driver as described below. 

(2) Printer driver installation 

© A Driver Setup dialog box that allows you to select 
whether to install or uninstall the printer driver 
appears. Check that "Brother PT-9200DX" is selected 
for installation, select "Install", and then click the Next 
button. 





Dover !o be set up: 


m 

o 


Brother PT-9200DX 

Select whether to install or uninstall the application. 

Ilnstalj 
C Uninstall 




<Back | Nent> | Cancel | 
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For Windows® NT 4.0 users: 

If a P-touch (PTCOM) port is not installed, add one by 
clicking the Add button to display the Port Name 
dialog box. 

(If a P-touch (PTCOM) port is already installed, click 
the Next button and continue with step 8.) 



e 



For Windows® NT 4.0 users: 

From the list of PTCOM ports in the Port Name dialog 
box, select the port where the PT-9200DX is con- 
nected ("PTCOM 1 :" if the P-touch is connected to the 
COM1 port, or "PTCOM2:" if the P-touch is connected 
to the COM2 port), and then click the OK button. 



© 



Seleziona una 


op 


■pt " m2 (COM2 per P-touch) 


Annulla | 





A dialog box appears, allowing you to select the 
PTCOM port where the PT-9200DX is connected. 
Select "PTCOM1 :" if the P-touch is connected to the 
COM1 port, or "PTCOM2:" if the P-touch is connected 
to the COM2 port, and then click the Next button. (On 
Windows® NT 4.0, select the port added in step 7.) 




© A dialog box showing that the printer driver has been 
installed appears. 



Inl all jhon p.iogi 
<S Check file 
yj Copy file 



Installatiot r e 

In order to change the communication speed 
['baud rate] between the PC and the main unit, 
check the option;' below Click [Next] 

r Start up the Change Baud Plate 'wizard. 



If the port where the PT-9200DX is connected does not 
support a baud rate of 1 1 5,200 bps, or if you wish to 
check the connection between the P-touch and the 
computer, select "Start up the Change Baud Rate 
Wizard", and then click the Next button. After 
changing the baud rate as explained on page 1 1 and 
1 2, continue with the following step. 

© Remove the CD-ROM from the computer, select "Yes, 
I want to restart my computer now/', and then click 
the Finish button to restart the computer. 



© 
i 




Setup has finished copying files to your computer 

Before you can use the program, you must restart Windows or 



ill restart my computer la 



| Finish ~| 



© In the dialog box that appears, allowing you to confirm 
how the installation will be carried out, check that the 
installation will be carried out as desired, and then 
click the Next button. 




Installation will begin. 
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With Windows® 98: 



The software and printer driver installation should be per- 
formed in the following order: 

(1 ) P-touch Editor Version 3.1 

(2) Printer driver 

O Insert the P-touch Editor CD-ROM into the computer's 
CD-ROM drive. A dialog box that allows you to select 
what to install automatically appears. 



Select the components that you want to install, 
r P-touch Editor 




If the dialog box does not automatically appear, 
double-click "My Computer" on the desktop, double- 
click the icon for the CD-ROM drive containing the 
CD-ROM, and then double-click "Ptsetup.exe" to 
display the dialog box. 

© To install both P-touch Editor Version 3.1 and the serial 
printer driver for the PT-9200DX, click the top button 
(P-touch Editor). 

To install just the serial printer driver for the PT- 
9200DX, click the bottom button (Printer driver). (If just 
the printer driver is to be installed, continue with the 
installation from step 5.) 

(1) P-touch Editor Version 3.1 installation 

© Install P-touch Editor Version 3.1 according to the 
procedure described in P-touch Editor Version 3.1 
Installation on pages 20 through 21 . 

© After installation of P-touch Editor Version 3.1 is 

finished, install the printer driver as described below. 

(2) Printer driver installation 

0 In the Select Connection dialog box that appears, 
select "RS-232C", and then click the Next button. 



© In the For a RS-232C connection dialog box that 
appears, note the path to the PT-9200DX printer 
driver, and then click the Finish button. 





Start up the Add Printer Wizard. 

After the Add Printer Wizard starts up, click Have Disk, 
and then select 

H : \PT0 LI C H \D Fl IVE FT PT 9200D: JVw ir,9S 


Bad | Finish j Cancel 



O In the first Add Printer Wizard dialog box that appears, 
click the Next button. 




© In the next Add Printer Wizard dialog box, which 
allows to select whether the printer is a local or 
network printer, select "Local printer", and then click 
the Next button. 







How is this printer attached to your computer? 








Li 


If it is directly attached to your computer, click Local 
Printer If if is attached to another computer click Network 
Printer 

'♦' Local onrilrl 
r Network printer 


























<Back | Next> | Cancel | 





© In the Add Printer Wizard dialog box that allows you 
to select the driver, click the Have Disk button. 




© In the Install From Disk dialog box that appears, click 
the Browse button. 




© In the "Folders" box of the Open dialog box, specify 
"d:\ptouch\driver\pt9200dx\win98" (where is 
the name of the drive containing the P-touch Editor 
CD-ROM), and then click the OK button. 



jpt.pio2v.mf 



D:\Ptouch\Driver\PL.\Win98 





_Jd:\ 

Q Ptouch 


J 




a Drive, 






_j R9200* 




Jl 




J 



ln the Install From Disk dialog box, check that 
"d:\ptouch\driver\pt9200dx\win98" (where "&" is 
the name of the drive containing the P-touch Editor 
CD-ROM) appears in the "Copy manufacturer's files 
from" box, and then click the OK button. 



(he drive selected, and 



id^heri c!!ck°0K dlSk lnt0 0> 1 



Copy manufacturer's files from: 

\\ I m I ■ II I j T\ Browse 



In the next Add Printer Wizard dialog box that 
appears, select "Brother PT-9200DX", and then click 
the Next button. 




© The printer driver is copied onto the computer. 



H:\Pfouch\Driver\Pf9200d:-: Vwln98'''.PT LI SB. SYS 
Destination: 

C:\WIN98E\SYSTEM\PTUSB.SYS 







A dialog box appears, allowing you to select the 
PTCOM port where the PT-9200DX is connected. 
Select "PTCOM1 :" if the P-touch is connected to the 
COM1 port, or "PTCOM2:" if the P-touch is connected 
to the COM2 port, and then click the Next button. 



k 


Click the pat you want lo use with this printer, and then 
click Next. 

Available ports: 




C0M1: Communications Port 
e:\aciobat 4.0E\PDFUutputV.pdf 
FILE: Creates a file on disk 
LPT1: PrinterPort 










Add Port... | Configure Port... 





© In the dialog box that appears, allowing you to check 
the name of the printer, change the printer name if 
desired, specify that this printer will not be the default 
printer, and then click the Finish button. 




Remove the CD-ROM from the computer, select "Yes, 
I want to restart my computer now.", and then click 
the Finish button to restart the computer. 




Setup has finished copying files to your computer. 
Before you can use the program, you must restart Windows or 



restart my computer la 



| Finish ~| 



With Windows® 2000: 



Installation should be performed in the following order: 

(1 ) P-touch Editor Version 3.1 

(2) Serial port monitor 

(3) Printer driver 

O Insert the P-touch Editor CD-ROM into the computer's 
CD-ROM drive. A dialog box that allows you to select 
what to install automatically appears. 
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If the dialog box does not automatically appear, 
double-click "My Computer" on the desktop, double- 
click the icon for the CD-ROM drive containing the 
CD-ROM, and then double-click "Ptsetup.exe" to 
display the dialog box. 

© To install both P-touch Editor Version 3.1 andtheserial 
printer driver for the PT-9200DX, click the top button 
(P-touch Editor). 

To install just the serial printer driver for the PT- 
9200DX, click the bottom button (Printer driver). (If just 
the printer driver is to be installed, continue with the 
installation from step 5.) 

(1) P-touch Editor Version 3.1 installation 

© Install P-touch Editor Version 3.1 according to the 
procedure described in P-touch Editor Version 3.1 
Installation on pages 20 through 21 . 

© After installation of P-touch Editor Version 3.1 is 
finished, install the port monitor as described below. 
The Port Selection dialog box appears, but nothing 
needs to be selected yet. 

(2) Serial port monitor installation 

0 Click the Start button in the taskbar, select "Settings", 
click "Control Panel", and then double-click "Print- 
ers". 



O Click the "Ports" tab, and then click the Add Port 
button. 



||| EDIT01 




Port 


Description Printe 




LPT2: 


Printer Port 




LPT 3: 


Printer Pert 




CO Ml: 


Serial Port 




COM2: 


Sena! Port 




com:: 


Sena! Foil 




COM4' 


Serial Port 




FILE: 


Print to Fte 








dPort... | Delete Port 


| Configure Port... 



| OK | Cancel | Apply | 



© In the Printer Ports dialog box that appears, click the 
New Port Type button. 



iandard TCP/IP Port 



rtType... | | New Port... | Cancel | 



© In the Installing Print Monitor dialog box that appears, 
click the Browse button. 



File Edit View Favorites Tools 



I 



• ■+ - E ^Search -jj Folders ^History | l£ l£ 



Address Printers 



13] " J 



Windows 2000 Support 



© Select the "Server Properties" command in the "File" 
menu. 



File Edit View Fay 




© In the Locate File dialog box that appears, specify the 
file "d:\ptouch\driver\pt9200dx\win2000\monitor.inf" 
(where "d:" is the name of the drive containing the P- 
touch Editor CD-ROM), and then click the Open button. 





QWin2000 :S= — -Y im- 


History 

[rj Desktop 

^ My Documents 
§ My Computer 
" '.■) 3'4 Floppy [A:] 
_jWIN2000E (C) 
4 P-touch (D:) 
(_J Ptouch 
□ Driver 
_| POZMdx 

tjg My Network Places 









Files of type: 



© In the Installing Print Monitor dialog box, check that 
the correct path appears in the "Copy files from" box, 
and then click the OK button. 



The file 'monitor. inf on (Unknown] is needed. j 



re the file is located, and then click 



Copy files from: 

D : \Ptouch\D river\R9200aWin2000 
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In the Available port types list box, select "Brother P- 
touch Serial Port", and then click the New Port button. 



J 



A dialog box appears, allowing you to select the 
PTCOM port where the PT-9200DX is connected. 
Select "PTCOM1 :" if the P-touch is connected to the 
COM1 port, or "PTCOM2:" if the P-touch is connected 
to the COM2 port, and then click the OK button. 




© Close the Printer Ports and the Print Server Properties 
dialog boxes. 

© After installation of the port monitor is finished, install 
the printer driver as described below. 

(3) Printer driver installation 

© In the Port Selection dialog box, select "RS-232C", and 
then click the Next button. 



:■ 


r USB 
C 1RS-232C 


o 




< Back | Next > | Cancel | 



In the RS-232C Connection dialog box that appears, 
note the path to the PT-9200DX printer driver, and 
then click the Finish button. 




Start up the Add Printer Wizard. 



I : \PT 0 U CH \D river\PT 9200DX\Win2000 



< Back [£ 



© In the first Add Printer Wizard dialog box that appears, 
click the Next button. 




In the next Add Printer Wizard dialog box, which 
allows to select whether the printer is a local or 
network printer, select "Local printer", and then click 
the Next button. (Also, make sure that the Plug and 
Play option is not selected.) 



another computer, or directly to the network, click Network 
Local printer 

Anion, illy dv'r'rt hud in < ill my Plug jti.j PI jy r.N 

Network printer 



< Back |~ 



Cancel | 



© Select "Use the following port", select the port chosen 
in step 1 3 from the list, and then click the Next button. 



Select the Printer Port 

Computers communicate with printers through port* 


Sel 






>• Use the following port: 






Port I Description I Printer 


M 




COM2: Serial Port 
COM3: Serial Port 
COM4: Serial Port 
FILE: Print to File 






r 


lit e 1 1 1 r 1 1 | [1 1 1 

jeate a new port: 


cate with a local printer. 









< Back |~ 



_J Cancel | 
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In the Add Printer Wizard dialog box that allows you 
to select the driver, click the Have Disk button. 



Add Printei Wizaid 

The manufacture! and model determine which punier to use 


m 


v compatible printer. 


Printers: 


ll ! ) 


|BI 


AGFA-AccuSet v52.3 
AGFA-AccuSetSF v52.3 
AGFA-AccuSet 800 


=1 


Apollo 
Apple 


AGFA-AccuSet 800SF v52.3 




APS -PS 

AST ^ 


AGFA-AccuSet 800SF V2013.108 
GF i u el II 1 1! 





~~] Cancel | 



In the Install From Disk dialog box that appears, click 
the Browse button. 



selected, and then click OK 



Cancel | 



Browse... | 



In the Locate File dialog box that appears, specify 
"d:\ptouch\driver\pt9200dx\win2000\ptpro2v.inf" 
(where "d:" is the name of the drive containing the P- 
touch Editor CD-ROM), and then click the Open 
button. 



In the next Add Printer Wizard dialog box that 
appears, select "Brother PT-9200DX", and then click 
the Next button. 



Add Printei Wizaid 



Select the manufacturer ar 
(Qpr disk, click Have Disk. Ifyo 



Have Disk... | 



| Next > | Cancel | 



In the dialog box that appears, allowing you to check 
the name of the printer, change the printer name if 
desired, and then click the Next button. 



sr. Some programs do not support server and printer ne 



— EJ *■ - & im- 




I Filename: 

Files of type: | 



~3 I up* I 

Cancel | 



In the Install From Disk dialog box, check that 
"d:\ptouch\driver\pt9200dx\win2000" (where "d:" is 
the name of the drive containing the P-touch Editor 
CD-ROM) appears in the "Copy manufacturer's files 
from" box, and then click the OK button. 



In the next dialog box that appears, specify that this 
printer will not be shared, and then click the Next 
button. 



ist provide a share name. 



r Share as: |~~ 



_J Cancel | 



g3 S 



selected, and then click OK 



Copy manufacturer's files from: 
D:VFtouchVDriver\Pt9200dy\\ 



' |SIH^ilIIi| 
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In the next dialog box that appears, specify that a test 
page will not be printed, and then click the Next 
button. 




In the last Add Printer Wizard dialog box that appears, 
click the Finish button. 



Completing the Add Printer 
Wizard 




Brother PT-9200DX 
<Not Share* 
PTC0M1: 

Brother PT-9200DX 



© In the dialog box warning that a digital signature could 
not be found, click the Yes button. 




Microsoft digital signature. Therefore, there is no 
juaianl ii ll'n li ii irl i I ill 

Windows. 



I i i ir J Upd I I 5 I 

htlp ^ 'II die Upd I II II I urn In mm ll iiiim I 

Do you wart to continue the installation? 



IE 



1 



J_ 



Remove the CD-ROM from the computer, select "Yes, 
I want to restart my computer now/', and then click 
the Finish button to restart the computer. 



Using the Change Baud Rate Wizard 



If the port where the PT-9200DX is connected does not sup- 
port a baud rate of 1 1 5,200 bps, or if you wish to check the 
connection between the P-touch and the computer, start up 
the Change Baud Rate Wizard and select the desired set- 
tings. 

O Selecting "Change Baud Rate Wizard" while installing 
the serial printer driver will start up the Change Baud 
Rate Wizard. Otherwise, the Change Baud Rate 
Wizard can be started up by double-clicking its icon 
in the P-touch Editor 3.1 folder. 



File Edit View Help 



m & S 

Uhange P-touch Editor P-touch Editor 

Baudrate 3.1 Help 3.1 
Visard 



Th,-ll er' 

It- Ii P-touch! 
Editor Ver31 



In the Select Model dialog box, select "Brother PT- 
9200DX", and then click the OK button. 




Brother PT-9200DX 



Select the serial port where the PT-9200DX is 
connected, and then click the Next button. 





Select the port that the P-touch is connected to. 
Serial Port: 


W 


<Back | Next> | Cancel | 



Select the desired baud rate, and then click the Next 
button. 

Normally "1 1 5,200 bps" is selected; however, your 
computer may not be able to support a baud rate of 
1 1 5,200 bps. If this is the case, refer to the your 
computer's instruction manual and select the maxi- 
mum possible baud rate. 
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0 Check that the baud rate will be changed as desired, 
and then click the Next button. 
To change the settings, click the Back button, and 
make the necessary changes. 





Are (he following settings OK? 
Port: 


|pTCOM1:(COM1:for P-touch] 
New Baud Rate: 


1 115200 bps 
If OK, click Next Begin setting the new baud rate. 


Ban | • - j Ilancel 



0 When the dialog box appears, showing that the baud 
rate has been set as specified, click the Finish button. 

O If installation of the printer driver is not complete, 
finish installing it. 

• For a USB connection: 

With Plug and Play, new devices connected to the system 
are detected, and their drivers are automatically installed. If 
the PT-9200DX is connected through the USB port, its driver 
will be installed with Plug and Play. Be sure to read the 
installation instructions described below before installing the 
file supplied on the CD-ROM. 

Take extra care when installing the printer driver on a com- 
puter running Windows® 2000. 



With Windows® 98: 



The software and printer driver installation should be per- 
formed in the following order: 

(1 ) P-touch Editor Version 3.1 

(2) USB printer driver 

O With a USB installation, the P-touch should not be 
connected to the computer before installing P-touch 
Editor Version 3.1 . 

Make sure that the P-touch is not connected to the 
computer, otherwise P-touch Editor Version 3. 1 may 
not be installed correctly. 

0 Insert the P-touch Editor CD-ROM into the computer's 
CD-ROM drive. A dialog box that allows you to select 
what to install automatically appears. 




If the dialog box does not automatically appear, 
double-click "My Computer" on the desktop, double- 
click the icon for the CD-ROM drive containing the 
CD-ROM, and then double-click "Ptsetup.exe" to 
display the dialog box. 

0 Click the top button (P-touch Editor). 

(1) P-touch Editor Version 3.1 installation 

0 Install P-touch Editor Version 3.1 according to the 
procedure described in P-touch Editor Version 3.1 
Installation on pages 20 through 21 . 

0 After installation of P-touch Editor Version 3.1 is 
finished, install the USB printer driver as described 
below. 

(2) USB printer driver installation 

0 In the Port Selection dialog box that appears, select 
"USB", and then click the Next button. 





Select the type of port where the main unit is connected 

C jusi 

C RS-232C 




© 


ck | Ne«t> | Cancel | 



O The USB message dialog box appears. (Do not click 
the Finish button.) 



m 


cable, and then turn on the main unit. 

After the Add New Hardware Wizard starts up., click 
Have Disk, and then select 

D:\PT0IJCH ,DRI ■'ER , \PT92C0D :\Win98 


o 


Do not click Finish until the installation is 


<„,, | F ., t , | c„„ | 



0 Connect the P-touch to the computer using the 

enclosed USB interface cable, and then turn on the P- 
touch. 

0 After the Found New Hardware dialog appears, click 
the Next button in the first Add New Hardware 
Wizard dialog box that appears. 
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© 



In the next Add New Hardware Wizard dialog box, 
which allows you to select how to search for the 
driver, select "Search for the best driver for your 
device. (Recommended)", and then click the Next 
button. 









'"*' Search for the best driver for your device. ! 
[Recommended] 1 

Display a list of all the drivers in a specific 


<Back | Next> | Cancel | 



© Select only "Specify a location" 
Browse button. 



and then click the 



EES 


on your hard drive, and in any of (he following selected 
locations. Click Next to star! the search. 

I - Floppy disk drives 

f~ CD-ROM drive 

r Microsoft Windows Update 

W Specify a location: 






Browse... | 


<"-- k i ~~> i m i 



In the Browse for Folder dialog box that appears, 
specify the folder 

"d:\ptouch\driver\pt9200dx\win98" (where "d:" is 
the name of the drive containing the P-touch Editor 
CD-ROM), and then click the OK button. 




+ __j Data (C:) 
- ^ P-touch (D:) 
i ["" l_J Ptouch 

|- a Clipart 
QCJ Driver 
+ _| Pt2400 
| | |j _J Pt2500pc 

□ Q Pt9200dx 
Hi] Nt40 
+ _J Win2000 
_| Win95 



Check that the correct path appears in the "Specify a 
location" box, and then click the Next button. 




© Check that "d:\ptouch\driver\pt9200dx\win98\p---" 
(where "d:" is the name of the drive containing the P- 
touch Editor CD-ROM) appears below "Location of 
driver", and then click the Next button. 







JSP* 


ii J in e Mi earcl r th evii 
Brother PT-9200DX 




iiid 1 1 i iow r< j: ri \< in tall 'h t ' dri er for thi 
device. Click Back to select a different driver, or click Next 

D :SPT0 U CH SD RIVE RNPT 92D0DX Wl N98\P" 


Bad | N = .t | Cancel 



Installation of the driver begins. 

In the dialog box that allows you to select the USB 
port where the PT-9200DX is connected, select 
"PTUSB: Brother PT/CP USB Port", and then click the 
Next button. (If two or more PT-9200DX models are 
connected through their USB ports, finish the installa- 
tion, and then change the port to "PTUSB (PT- 
9200DX-XXXXXXXXX):" (where XXXXXXXXX is the 
serial number).) 




CO M 1 : Commurieation* Port 
' icrobat4.0E\PDF0utput\-.pdf 
:: Creates a file on disk 

1: Printer Port 

PTC0M1: C0M1: for P-touch 



H^H — I 



In the dialog box that appears, allowing you to check 
the name of the printer, change the printer name if 
desired, specify that this printer will not be the default 
printer, and then click the Finish button. 
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© In the Add New Hardware Wizard dialog box that 
confirms that installation is complete, click the Finish 
button. 




© In the USB Connection dialog box that confirms that 
installation is complete, click the Finish button. 




© Remove the CD-ROM from the computer, select "Yes, 
I want to restart my computer now/', and then click 
the Finish button to restart the computer. 



With Windows® 2000: 



Installation should be performed in the following order: 

(1 ) P-touch Editor Version 3.1 

(2) Printer driver 

(3) USB class driver 

(4) Port monitor 

O With a USB installation, the P-touch should not be 
connected to the computer before installing P-touch 
Editor Version 3.1 . 

v Make sure that the P-touch is not connected to the 
computer, otherwise P-touch Editor Version 3. 7 may 
not be installed correctly. 

© Insert the P-touch Editor CD-ROM into the computer's 
CD-ROM drive. A dialog box that allows you to select 
what to install automatically appears. 




Cancel | 



If the dialog box does not automatically appear, 
double-click "My Computer" on the desktop, double- 
click the icon for the CD-ROM drive containing the 
CD-ROM, and then double-click "Ptsetup.exe" to 
display the dialog box. 

© Click the top button (P-touch Editor). 

(1) P-touch Editor Version 3.1 installation 

O Install P-touch Editor Version 3.1 according to the 
procedure described in P-touch Editor Version 3.1 
Installation on pages 20 through 21 . 

@ After installation of P-touch Editor Version 3.1 is 
finished, install the USB printer driver as described 
below. 

(2) USB printer driver installation 

© In the Port Selection dialog box that appears, select 
"USB", and then click the Next button. 



m 

0 


(* ysB; 
C RS-232C 


<B_ack | Neyt> | Cancel | 



O The USB message dialog box appears. (Do not click 
the Finish button.) 



m 


Connect the main unit to the computer using a USB 
cable, and then turn on the main unit. 

After the Add New Hardware Wizard starts up, click 
Have Disk, and then select 

D PTOIJCH Dri ei l~T 3 00D it 

Do not did Finish until the in tallation i fini hed 


<Back | ! Finish l| Cancel | 



© Connect the P-touch to the computer using the 

enclosed USB interface cable, and then turn on the P- 
touch. 

© After the Found New Hardware dialog appear, click 
the Next button in the first Add New Hardware 
Wizard dialog box that appears. 





Welcome to the Found New 
Hardware Wizard 

This wizard helps you install a device driver for a 










To continue, dick NeKt. 



| Nc-vl ■ | Cancel 
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In the next Add New Hardware Wizard dialog box, 
which allows you to select how to search for the 
driver, select "Display a list of the known drivers for 
this device so that I can choose a specific driver", and 
then click the Next button. 

&° Be sure to select "Display a list of the known 
drivers for this device so that I can choose a 
specific driver". 



Install Hardware Device Diiv 

an t losing , m 



This wizard will complete the installation for this device- 



What do you want the wizard to do? 

Search for a suitable driver ior my device (recommended) 
* ibisplay a iist of the i nown drivers for this device so that i can choose a specific! 



In the dialog box that allows you to select the hard- 
ware type, select "Printers", and then click the Next 
button. 



iardware types: 



X Jf-iT Apm/Legacy Support 
^ Other devices 
% PCMCIA adapters 
J Ports [CO M !, LPT] 

fiB 

= SCSI and RAID controllers 
<Dr Sound, video and game controllers 
S System devices 
T ape drives 



< Back |~ 



^] Cancel | 



In the dialog box that allows you to select a driver, 
click the Have Disk button. 



Add Printei Wiz; 



3 



Alps 


=1 


AGFA-AccuSet v52.3 
AGFA-AccuSetSF v52.3 
AGFA-AccuSet 800 


=1 






AGFA-AccuSet 600SF v52.3 




APS -PS 
AST 


d 


AGFA-AccuSet 800SF V2013.108 
AGFA-AccuSet 1000 





< Back |~ 



^] Cancel | 



In the Install From Disk dialog box that appears, click 
the Browse button. 



© 




In the Locate File dialog box that appears, specify 
"d:\ptouch\driver\pt9200dx\win2000\ptpro2v.inf" 
(where "d:" is the name of the drive containing the P- 
touch Editor CD-ROM), and then click the Open 
button. 



/in2000 
GlfHistotV 
i] Desktop 

x ' My Document! 
— My Computes 

Floppy (A:) 
SWIN2000E (C:) 
%,P-touch(D:) 
_J Ptouch 
□ Driver 
_| Pt9200d:-: 

^ My Network Places 



"3 L 



Setup information ( . 



Check that "d:\ptouch\driver\pt9200dx\win2000" 
(where "d:" is the name of the drive containing the P- 
touch Editor CD-ROM) appears in the "Copy manufac- 
turer's files from" box, and then click the OK button. 



selected, and then click OK. 



DAF'touc 



:h\Driver\Pt9200dxVwin2000 



© In the Add Printer Wizard dialog box that appears, 
select "Brother PT-9200DX", and then click the Next 
button. 



SB 



Add Printei Wizard 
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In the dialog box warning about replacing the driver, 
click the Yes button. 



Installing this ■ 
hardware. If 
unstable or sb 



J[ 



© In the dialog box that appears, allowing you to confirm 
how the installation will be carried out, check that the 
installation will be carried out as desired, and then 
click the Next button. 



Start Device Diiv 



<ei will be installed with the default sellings. 



is ready to install the duvet for the following ha 
other PT-9200DX 



•v'indo II use default setting to install the o 



© In the dialog box warning that a digital signature could 
not be found, click the Yes button. 



Digital Signature Not F 

i 


Li ted with Wind nd I 1 t 1 
been altered since it was tested. 

T he software you are about to install does not contain a 
Microsoft digital signature Therefore, there is no 
n i nut 1 re wort i orrectly with 

Printers 

If you want to search for Microsoft digitally signed 

( ,r isit the Wind Update We ite 4 
htip window upd tern II tu ee if one is 





© After the printer driver is installed, click the Finish 
button. 




After installation of the printer driver is finished, instal 
the USB class driver as described below. 



(3) USB class driver installation 

@ Click the Start button in the taskbar, select "Settings", 
click "Control Panel", and then double-click "System" 
Click the "Hardware" tab, and then click the Device 
Manager button. 



ij| User Profiles | Advanced | 



unplug, eject, and configure your h« 



The Device Manager lists all the hardware devices installed 
on your computet U e the De. ice I lanagei to chai ige the 
properties of any device. 

Dtivet Signing... | Device Manager. .. | 




| OK | Cancel | Apply | 



In the Device Manager dialog box, click the plus sign 
next to "Universal Serial Bus controllers". Then, select 
"USB Printing Support", and then select "Properties" 
from the "Action" menu (or right-click "USB Print 
Support", and then select "Properties" from the menu 
that appears). 



- HE B" \S 3 m 35 



+ _JDi: 



DVD/CD-ROM drives 
Floppy disk controllers 
+ Floppy disk drives 

IDE ATA/ATAPI controllei 
B-<S Keyboards 
+ ' ~) Mice and other pointing d 
S~g Monitors 
B -flP Network adapters 
i-Jf Ports (COM 8t LPT) 
+ J Sound, video and game .: 



Bus controllers 




In the USB Printing Support Properties dialog box, 
click the "General" tab, and then check that "PT- 
9200DX" appears beside "Location". 



General | Driver | 
c n^ L USB Printing Support 
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© Click the "Driver" tab, and then click the Update 
Driver button. 



© Select only "Specify a location", and then click the 
Next button. 



Where do you want Windows to 



Driver Provider: Microsoft 

Driver Date: 11/14/1999 

Driver Version: 5.0.2183.1 

Digital Signer: Microsoft Windows 2000 Publisher 

To view details about the driver files loaded for this device, click Driver 

I e ii! fou tall the dn er file inilin de ice did Unin tall To upd te 

ihe 'I I for <lu I ice clii I Upd ite [in r 



USB Printing Support 



Th- 'iz in earch In ml bli ri,i ^t In run base on ujr i irnput i ind in 

any of the following optional earch location that you pecify 

I I lid IW It i iIt Hope J I 'r CD-ROM drive. 



Optional earch location 

T Floppy d. I dn-v- - 

r CD-ROM drives 
|7 Specify a location 
F~ Microsot 



Dri r Detail Uninslall Update Driver... 



OK | Cancel | 



In the first Upgrade Device Driver Wizard dialog box 
that appears, click the Next button. 



Welcome to the Upgrade Device 
Driver Wizard 



This wizard helps you upgrade a device driver tor a 




Click the Browse button, specify the folder 
"d:\ptouch\driver\pt9200dx\win2000\usb" (where 
"d:" is the name of the drive containing the P-touch 
Editor CD-ROM), and then click the OK button. 



In the next Upgrade Device Driver Wizard dialog 
box, which allows you to select how to search for the 
driver, select "Search for a suitable driver for my 
device (Recommended)", and then click the Next 
button. (This is different in the USB printer driver 
installation.) 



ill Haidwaie Device Drivers 

i. device driver is a software program that enables a hardware 
an operating system. 



This wizard upgrades drivers tor the fol 
a USB Printing Support 



'er may add functionality to 



| Next > | Cancel | 



selected, and then dick OK. 



[i FtouchVDriver\Pt9200d 2000VUSE - j E - | 



© A class driver that can substitute USB Printing Support 
is searched for. Check that 

"d:\ptouch\driver\pt9200dx\win2000\usb\ptusb.inf" 
(where "d:" is the name of the drive containing the P- 
touch Editor CD-ROM) is specified, and then click the 
Next button. 



The wizard found a driver for the following device: 
USB Printing Support 

Windcn ' found - .In ei that i a do ei match foi Ihi d~ j. t 
To install the driver Windows found, click Next 

^5 DAptouch\driver 1 ,ptS200dKSwin2000\usb\ptusb.inf 



CancdJ 



After "Brother PTUSB Printing" is installed, click the 
Finish button. 
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© The Brother PTUSB Printing Properties dialog box 
appears. (This is the same as the previous USB Printing 
Support Properties dialog box; however, since the 
class driver has been replaced, the dialog box name 
has changed.) Close this dialog box and the Device 
Manager dialog box, and then click the OK button in 
the System Properties dialog box. 




Driver Provider: Brother 

Driver Date: Not available 

Driver Version: 3.0.0.0 

D igital S igner: N ot digitally signed 

Details. To uninstall the driver files for this device, dick Uninstall. To update 
ill- In -i nl i i i I !i 1 I If jalr Dm er 



Driver Details!.! Uninstall | Update Driver... | 

Close | Cancel | 



© Right-click "Brother PT-9200DX" again, and then 
select the "Properties" command. 





Tools Help 






J <-Back - ■+ - E | @Se 


arch Folders 


J History p< ^ " 


Address _jj Printers 






^Go | 




1 






Printers 


Add Printer 




Open 


Brother PT-9200DX 






✓ Set as Default Printer 


Documents: 0 
Status: Ready 






Pause Printing 
Cancel All Documents 


Model: Brother PT-9200DX 






Use Printer Offline 


Waiting Time: 0 






Create Shortcut 
Delete 


Windows jyi 
















_ Displays the properties of the si- 


ected items, 







© In the Brother PT-9200DX Properties dialog box that 
appears, click the "Ports" tab, and then click the Add 
Port button. 



© After installation of the class driver is finished, install 
the port monitor as described below. 

(4) Port monitor installation 

© Click the Start button in the taskbar, select "Settings", 
click "Control Panel", and then double-click "Print- 
ers". Right-click "Brother PT-9200DX", and then 
remove the check mark beside "Use Printer Offline". 





J File Edit View Favorites Tools Help 






J ^Back - ■+ - E] g Search -^Folders 


jHlst 


<v I <E X « | ' 


Address Printers 






^ ■ Adlter 


<Sl Open 


Printers 


M 


y i«t as Default Printer 


Brother PT-9200DX 

Documents: u 




Pause Printing 
Cancel All Documents 


Status: Ready 




Sharing.,, 








Waiting Time: 0 




Create Shortcut 






Properties 


Windows 2000 Support 







LJ Do not connect to the selected printers, 



Color Management 


Security Device Settings 


General | Sharing 


Ports ] Advanced 


<^jj^ Brother PT-9200DX 




Print to the following portfsl. Doc 
checked port. 


uments will print to the first free 


Port I Description 


1 Printer I - 


□ C0M1: Serial Port 




□ COM2: Serial Port 




□ COM3: Serial Port 




□ COM4: Serial Port 




□ FILE: Print to File 






Add Port... Delete Port Configure Port... 



17 Enable bidirectional support 
Enable printer pooling 



OK | Cancel | Apply | 



© In the Printer Ports dialog box that appears, click the 
New Port Type button. 









_ 








New Port Type.,, | 


NewPort... | 


Cancel | 









© In the Installing Print Monitor dialog box that appears, 
click the Browse button, specify the file 
"d:\ptouch\driver\pt9200dx\win2000\usb\port\monitor.inf' 
(where "d:" is the name of the drive containing the P- 
touch Editor CD-ROM), click the Open button, and 
then click the OK button. 




I ','pe the path ' 'hen- the file i located and then clii I 
OK. 



Copy files from: 
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© In the Available port types list box, select "Brother P- 
touch USB Port", and then click the New Port button. 




© When the message "Automatical ly adds if the product 
is connected" appears, click the OK button. 





Automatically ad 

L 


5 if the product is cor 





© Close the Printer Ports dialog box. 

© In the Brother PT-9200DX Properties dialog box that 
appears, check that there is a check mark beside 
"PTUSB (PT-9200DX-XXXXXXXXX):" (where 
XXXXXXXXX is the serial number), and then click the 
Close button. 

^ Be sure to select the port with the serial number 
that is the same as the P-touch serial number, 
otherwise printing cannot be carried out properly. 
The serial number is written above the barcode on 
the silver label attached to the bottom of the P- 



touch. 


Color Management | Security | Device Setting 
General | Sharing Ports | Advance 




(J*^ Brother PT-9200DX 




checked port. J ' " P 






Port Description F'rinte 








□ □ □ □ a 








□ USB001 Virtual printer port fo... Broth 

.1 1 






Add Port. . . Delete Port Configure Port. 


1 


*> Enable bidirectional support 




| Close | Cancel | Apply | 



© In the USB message dialog box, click the Finish 
button. 




< Back | ; Finish ~T| Cancel 



© In the Setup Complete dialog box that confirms that 
installation is complete, select "Yes, I want to restart 
my computer now.", and then click the Finish button 
to restart the computer. 



P-touch Editor Version 3.1 Installation 
(for Windows® 95/98/NT 4.0/2000) 

v Before installing P-touch Editor Version 3. 1 , be sure to 
read the serial port or USB port connection instructions 
for your operating system. 

Install P-touch Editor Version 3.1 as described below. 

O Insert the P-touch Editor CD-ROM into the computer's 
CD-ROM drive. A dialog box that allows you to select 
what to install automatically appears. 




that you want to install. 



The printer driver will be installed. 



Cancel | 



If the dialog box does not automatically appear, 
double-click "My Computer" on the desktop, double- 
click the icon for the CD-ROM drive containing the 
CD-ROM, and then double-click "Ptsetup.exe" to 
display the dialog box. 

Click the top button (P-touch Editor). 

In the dialog box that allows you to select the model, 
click the icon for the PT-9200DX. 




The InstallShield® Wizard for installing the P-touch 
Editor software starts up, and then the Welcome dialog 
box appears. 



P-touch Editor 3 1 CD LIS Setup is preparing the 
InstallShield® Wizard which will guide you through the re: 
of the setup process. Please wait. 



O Carefully read the contents of the dialog box, and then 
click the Next button to continue. 




WARNING: This program is protested by copyright law and 



Unauthorized reproduction ondistribution of this program, or any 
will be prosecuted to the maximum extent possible under law. 



In the User Information dialog box, type the necessary 
information into the appropriate boxes, and then click 
the Next button. 

If the information has already been registered in 
Windows®, it will appear in the appropriate boxes. 




A dialog box asking for confirmation on the entered 
information appears. Click the Yes button to register 
the entered information. 

To change the information, click the No button, and 
then change it. 




O In the Setup Type dialog box, select the installation 
method, and then click the Next button. 




Click the type of Setup you prefer, then cli 



i""" Compact Program will be installed with minimum required 



Destination Folder 



C:SProgramFiles\.brother\Ptouch31 



<Back. [" Nerits | Lance! 
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For a Typical or Compact installation 

Selecting "Typical" or "Compact", then clicking the 
Next button immediately starts installation. 



Copying Auto Format template files 



If the Change button can be clicked while an option is se- 
lected, sub-components can be selected. Click the Change 
button to display the Select Sub-components dialog box, and 
then select the sub-components that you wish to install by 
putting a check mark beside them. If certain options or sub- 
components are not installed, some P-touch Editor functions 
may not be available. After selecting the desired sub-com- 
ponents, click the Continue button. 



2) Click the Next button to begin installation. 



Typical: All of the basic options (P-touch Editor Version 
3.1 , clip art, Auto Format templates, Help, and 
1 3 fonts) are installed. 

Compact: Only P-touch Editor Version 3.1 is installed. 



© After P-touch Editor is installed, a dialog box that 
allows you to select whether or not to install the 
printer driver appears. 

To install the printer driver, click the Yes button. 
If the printer driver is already installed, click the No 
button, remove the CD-ROM from the computer, and 
then restart the computer. 



• For a Custom installation 

Selecting "Custom" displays a dialog box that allows 
you to select which options to install. Only the options 
with a check mark beside them are installed. In 
addition to the basic options listed for a Typical 
installation, the User's Guide can also be installed. 





1) Select which options will be installed, and then click 
the Next button. 



Editor: 
Clip Art: 
Fonts: 

Auto Format Templates: 
User's Guide: 



Help: 



The P-touch Editor Version 3.1 soft- 
ware 

The illustrations for the P-touch Edi- 
tor Version 3.1 Clip Art function 
The 1 3 fonts 

The templates for the Auto Format 
function 

The User's Guide (HTML) for the P- 
touch Editor Version 3.1 
The User's Guide can also be 
viewed from the CD-ROM. 
The help files for P-touch Editor Ver- 
sion 3.1 



21 



P-touch Editor Version 3.1 Installation 
(for Macintosh®) 

Follow the procedure below to install the P-touch Editor 
software on the Mac. 

Check that your system configuration meets the following 
requirements. 

Computer: Macintosh or Power Macintosh 

Operating system: 
Serial interface: 

Macintosh® equipped with a PowerPC processor 
and a serial port (modem or printer), and running 
Mac OS 8.1 or later 
USB interface: 

Macintosh® equipped with a USB port and running 
Mac OS 8.5.1 or later 

* For previous Mac OS versions, refer to the Apple 
Web site for information about USB. 

* The application is supplied on a CD-ROM; 
therefore, the computer should be equipped with 
a CD-ROM drive. 

Hard disk free space: At least 20 MB 
&° A few hundred megabytes of additional free space 
may be needed when printing long labels or large 
amounts of data. 
Port: Serial or USB 

Available memory free space: Minimum 24 MB 
CD-ROM drive 

With the enclosed CD-ROM, the following can be installed: 

• P-touch Editor Version 3.1 

• PT-9200DX printer driver 



• Installing P-touch Editor Version 3.1 

O Connect the PT-9200DX to the Macintosh® using the 
enclosed interface cable. Be sure to leave the PT- 
9200DX turned off. 

© Turn on the Macintosh. 

© Insert the P-touch Editor CD-ROM into the computer's 
CD-ROM drive. 

© Double-click the P-touch Editor 3.1 Installer icon in 
the folder that appears. 



,162 8 MB svsllable 



After the installer starts up, select the installation 
method. 



;h Editor is an application 
i. a variety of designing possibilities 
iiiiig; labels ; " ' 




Clicking the Install button immediately starts installing 
the most basic options. (Some clip art illustrations are 
not installed.) 

About 20 MB of available hard-disk space is needed to 
begin installation. In order to install all options, about 
1 20 MB of available hard-disk space is needed. If 
enough hard-disk space is available, click the Install 
button. 

Clicking the Custom Install button displays a dialog box 
that allows you to select which options to install. Only 
the options with a check mark beside them are 
installed. 

Select the options that you wish to install, and then 
click the Install button. 



■uch Edit 
:h Editor is an application ij 



Start up the installer, aj 



Computer: Macintosh, Powr] 
Op era ting system: intern 7.' 



■ P-touch Editor Ver3.1 
0 Fonts 

□ Auto Format Templates 

□ Clip Art 



"in 



Eject ] Q 



Dialog box that appears if the Custom Install button is 
clicked 



Installation begins. 



I P-toucH Edit 



P-touch Editor is an application that gives 
you a variety of designing possibilities for 
creating labels arid stamps. 



* If the printer driver is not yet installed , 
instead of restarting the computer after 
installing: the P- touch Editor., start up the 
Driver Installer and install the driver for 
printer that you mil be using. 



r System 7.5.3 or later 




O When the installation is finished and the following 
dialog box appears, click the Quit button. 



stall ation is done. Some file 
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© When the dialog box appears, asking if you wish to 
restart the computer, click the Quit button to continue 
and install the printer driver. 



[ Quit | [[ Restart j | 



Selecting the printer 



O Pull down the Apple menu and select "Chooser" to 
display the Chooser window. 



» Installing the PT-9200DX printer driver 

O Double-click the Driver Installer icon in the P-touch 
folder. 



Jser'sGuid 

10 



I File Edit Viev 



About This Computer 



AirPoi-t 
© Apple DVD Player 
0$ Apple System Profilei 
| Calculator 



IJJ Control Panel; 

Favorites ► 
[2 FaxStatus 
□j Keycaps 

Q Macintosh HD ► 

|f] Network Browser 

gff Remote Access Status 

(H Scrapbook 

^ Sherlock 2 

^ Speakable Items ► 

<jf Stickies 



After the installer starts up, click the Select Driver 
button. 





U EDITOR 


This program can install the driver for any 
Installation 


To select the driver: 

Irs die dialog 'box thai allows you to select 
the model, click the button for die desired 

Sy3tem Requirements 

Computer: Macintosh, Power Macintosh 
oriMac 

Operating system: System 7.5.3 or later 
Available n*ncry: Minimum 24MB 
Available hard-disk space: Mirdrrrum 1 
20MB 

* However, the PT-9200DX requires the p 










1 Eject | 


1 Quit | 



In the dialog box that appears, select "PT- 
9200DX(USB)" (for a USB port connection) or "PT- 
9200DX(Serial)" (for a modem or printer port connec- 
tion). The printer drivers with a check mark beside 
them are installed. 
Then, click the Install button. 



touch Editor. 
Installation 



model, click the button for the desired model, 
and then click the Install button 

System Requirements 

Computer: Macintosh. Pow Macintosh ot 
iMac 

Operating system: Svsem 7,5.3 or later 
Available memory: Mininram 24MB 
Available hard-disk space: Minimum 
20MB 



BPT-9200DX(US6) 

□ PT-9200DX(Serial) 

□ PT-2400/2410 

□ PT-2500PC 

□ PT-9200PC 



O Installation begins. When the installation is finished 
and the following dialog box appears, click the Quit 
button. 



In the list on the left, click the PT-9200DX(USB) icon 
(for a USB port connection) or the PT-9200DX(Serial) 
icon (for a modem or printer port connection). Then, 
select the appropriate printer driver. 



If the PT-9200DX(Serial) icon was selected, click the 
icon for the port linked with PT-9200DX(Serial) from 
the list on the right. 




O Close the Chooser window to confirm your settings. 




When the dialog box appears, asking if you wish to 
restart the computer, click the Restart button to restart 
the computer. 



© After the computer is restarted, turn on the P-touch. 
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Uninstalling P-touch Software and 
Printer Driver 

Uninstall P-touch Editor Version 3.1 and the printer driver 
using the steps below: 

• Uninstalling P-touch Editor Version 3.1 
(for Windows© 95/98/NT 4.0/2000) 

O Start up Windows® 95/98/NT 4.0/2000. 

© Click the Start button in the taskbar, select "Settings", 
and then click "Control Panel". 

© In the Control Panel window, double-click "Add/ 
Remove Programs". 

© In the Add/Remove Programs Properties dialog box, 
select "P-touch Editor 3.1 ", and then click the Add/ 
Remove button. 



■HZD 



Install/Uninstall | Windows Setup | Startup Disk | 
3 ydi 

|~ Install... 



The following software can be automatically removed fay 
Windows. T o remove a program 01 to modify its installed 
components, select i! from the list and click 
Add/Remove. 



I Adobe FiameMaker+SGML v5 5 




A message appears, asking if you wish to delete the 
selected application. Click the Yes button to delete the 
application. If you do not wish to delete the applica- 
tion, click the No button. 



J 



© In the dialog box that appears, indicating that the 
application is deleted, click the OK button. 




unh I II In I II remove thi ol n- T I * h C il I 
from your computer. Please wait while each of the followim 
components is removed... 



if Program folders... 



• Uninstalling the printer driver (for Win- 
dows© 95/98/NT 4.0/2000) 

O Start up Windows® 95/98/NT 4.0/2000. 

© Click the Start button in the taskbar, select "Settings", 
and then click "Printers". 

© In the Printers window, right-click the Brother PT- 
9200DX printer icon. 



File Edit View Help 










! Brother I 

PT-920IJD J 


4obiect(s] | 



© Click the Delete command from the menu that appears. 



File Edit View Help 


a # * rl 


Add Printer Apple ||| Qp en 


Deletes the selected items. 


Pause Printing 
Purge Print Jobs 
Set As Default 






Create Shortcut 
Rename 


Properties 



A message appears, asking if you wish to delete the 
selected printer driver. Click the Yes button to delete the 
printer driver. If you do not wish to delete the printer 
driver, click the No button. 



te the printer 'Brother PT-3200DX''' 
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• The printer driver can also be uninstalled by inserting 
the P-touch Editor CD-ROM into the computer's CD- 
ROM drive, and then clicking the bottom button 
(Printer driver) in the dialog box that appears, 
allowing you to select what to install. 

• Deleting P-touch Editor Version 3.1 and 
the printer driver (for Macintosh®) 

Delete P-touch Editor Version 3.1 and the printer driver as 
described below. 

^ When deleting the printer driver, be sure that the P-touch 
is turned off and unplugged. 

© Drag the P-touch Editor 3.1 folder to the Trash icon. 

© In the System Folder, open the Extensions folder. 

© Drag the PT-9200DX(USB) icon and the USB PT-9200PC 
Extension icon (for a USB port connection) or the PT- 
9200DX(Serial) icon (for a modem or printer port 
connection) to the Trash icon. 

© In the System Folder, open the Preferences folder. 

© Drag the PT-9200DX(USB) Prefs icon (for a USB port 
connection) or the PT-9200DX(Serial) Prefs icon (for a 
modem or printer port connection) to the Trash icon. 
The P-touch Editor Version 3.1 and the printer driver are 
now deleted. 



24 



Using P-touch Editor 



The P-touch Editor application makes it easy for anyone to design and print labels for almost any need imaginable. 

Starting up P-touch Editor 

On an IBM PC-compatible computer: 

• By clicking the P-touch Editor icon: 

Double-click the "P-touch Editor 3.1 " icon in the "P-touch Editor 3.1 " group window. 

• With the Start button: 

O Click the Start button in the taskbar to display the Start menu. 

© Select "Programs". 

© Select "P-touch Editor 3.1 ". 

O Click "P-touch Editor 3.1". 

• With Windows Explorer: 

O Start up Windows Explorer. 

© Select the drive and directory where P-touch Editor is installed. 
© Double-click "Ptedit3.exe". 
After P-touch Editor is started, the following window is displayed. 



Menu bar 
Standard toolbar 



Property dock 

Layout area- 
Print area 
Draw toolbar 



Object dock 
Status bar 



Title bar 




On a Macintosh computer: 

• Double-click the "P-touch Editor Ver3.1 " icon in the "P-touch Editor Ver3.1 " folder installed on the computer. 

After P-touch Editor is started, the following window is displayed. 

Layout Print 



Menu bar 



Draw toolbar 
Print toolbar 
Database toolbar 



Rulers area area 



Title bar 




Status bar Object dock Property dock 
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Designing a layout from an Auto Format template 

In addition to allowing you to draw pictures and arrange text using any of the available fonts, sizes, and styles, P-touch Editor 
comes with a variety of pre-formatted templates, which make creating label layouts quick and easy. Now let's see how 
simple it is to create a label layout with the [Auto Format] command. 

On an IBM PC-compatible computer: 

O Select the [Auto Format] command in the [File] menu to start up the 
Auto Format Wizard. 



In the "Category:" box, select the category containing the Auto Format 
template that you wish to use. As an example, let's select "NAMEPLT". 

Click the Next button. 




O In the "Template:" list view, select the template that you wish to use. 
Here, let's select the one named NAMEPLT2.LBL. 

© Click the Next button. 



lemplate: 


NAMEPLT 


yjj J LBICOEP. *SM 
^™ S ALES & MARKETI NG DEFT. ""I 

| MikeBarkley 


ROBERT H 
HUTCHINSON V 








MIKE BARKLEY 


Ell HELEN HAN N A 1 


SALES 81 MARKETING DEFT. 

= LBI CORP. = 



© Click the Next or the Previous buttons until the text that you wish to 
change appears in the "Input:" edit box. 

O Change the text so that the desired text is entered. 

© Repeat steps © and Q until all of the text is entered in the way that 
you want, and then click the Next button. For this example, let's 
change the department name to "IMPORTS, INC.", the title to "Man- 
ager" and the name to "BILL REYNOLDS". 



i:APragramFiles\brother\Ptouch3VFormatVPT3200PCVNAMEPLT\MAMEPLT2.LBL 




Maiiagci /^jj 

ROBERT % 
HUTCHINSON V 



\ 



l~^~l 



Next > Cancel 



© Check that the layout contains the text that you want to use. 



© Click the Finish button. A new layout document containing the pre- 
formatted text is created. 



C:\Program Files\brGther\Ptoui::h3\Forri^at\PT9200PC\NAMEPLT\NAMEPLT2.LBL 
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On a Macintosh computer: 

O Select the [Auto Format] command in the [File] menu to display the 
Auto Format dialog box. 

© In the "Category:" list box, select the category containing the template that 
you wish to use. For this example, let's select "shop". 

© In the "Template:" list box, select the template that you wish to use. 
Let's select the one named shop3.lbl. 

© Click the OK button. A new layout containing the selected pre- 
formatted text is created and the Auto Text dialog box is displayed. 




Attribute: Layout file - 1 19 mm X le mm 



f^T*TSI^ SAYES2M >-*f 



.11111 



0 Click the Next or the Previous buttons until the text that you wish to 
change appears in the "Input:" edit box. Here, the first line of text that 
we wish to change, "CAMERA", is already displayed. 

© Change the text so that the desired text is entered. We can start by 
changing the product name to "VCR". 

© Repeat steps © and © until all of the text is entered in the way that 
you want, and then click the Next button. Let's finish editing the text 
by changing the original price to "$41 5." and the sale price to "$21 5." 

© Click the Close button. The text in the layout is replaced by the newly 



entered text. 




Attribute: [ Price 



Importing a graphics file 

With the P-touch Editor application, you can also import images files in a variety of formats (.bmp, .dib, .jpg, .tif, .ico, and .wmf 
on the PC or PICT, JPEG, TIFF and BMP on the Mac) into your layout. 

© With a layout document displayed, select the [Image] command in the [Insert] menu (in the PC software) or the 
[Object] menu (in the Mac software). A dialog box that allows you to select the image file appears. 



When using the P-touch Editor for the PC 



When using the P-touch Editor for the Mac: 



LD Flesource.frk 



3 s|j*J|s«J 



File name: |Sunset.tif | Open 

Files of type: |AII Image Filesl;^brnp;ldib;\ipg;' : -gif;'1if, : ' : jCQ. w | Cancel 



[□ Pics »] 



[~\ Desktop 
QOpenFolderListDF 



□ Sunset.TIF 



@ Winter.JPG 



gjPics 

Eject ] 
Desktop | 



Open 



Select the graphic file that you wish to add to the layout and double-click 
it. The image appears in the layout. 
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Reading the User's Guide 

The P-touch Editor User's Guide can be read either by inserting the CD-ROM into the drive each time you wish to refer to it 
or by installing it onto your hard disk so that it is quickly available at any time. Since the User's Guide is an HTML document, 
a browser is needed to read it. If Internet Explorer is not installed, it can be installed by downloading it from the Internet. 

^ The P-touch Editor User's Guide can be read using other browsers; however, some pages may not be displayed 
correctly. 



Reading the P-touch Editor User's Guide 

O If the User's Guide was not installed onto the computer's hard disk, insert the P-touch Editor CD-ROM into the CD- 
ROM drive. 

© Start up the User's Guide. 

On an IBM PC-compatible computer: 

• By clicking the P-touch Editor icon: 

Double-click "The User's Guide PT-9200DX" icon in the "P-touch Editor 3.1 " group window. 

• With the Start button: 

(a) Click the Start button in the taskbar to display the Start menu. 

(b) Select "Programs". 

(c) Select "P-touch Editor 3.1 ". 

(d) Click "The User's Guide PT-9200DX". 

• With Windows Explorer: 

(a) Start up Windows Explorer. 

(b) Select the CD-ROM drive (if the User's Guide is not installed on the hard disk), or select the drive and directory 
where P-touch Editor is installed (if the User's Guide is installed on the hard disk). 

(c) Double-click "Main. htm" in the "Manual" folder. 

On a Macintosh computer: 

• Double-click "Main. htm" in the "User's Guide" folder of the CD-ROM's "P-touch" folder (if the User's Guide is not 
installed on the hard disk), or of the installed "P-touch Editor Ver3.1 " folder (if the User's Guide is installed on the 
hard disk). 
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Using the PT-9200DX 

After you have designed a label layout using the P-touch Editor application, you can print it out to make a label. 

Installing the tape cassette 

O Press down on the cover release button and lift open the tape compart- 
ment cover. 



If you are using a new tape cassette, first remove the stopper, (some 
tape cassettes may not be installed with a stopper.) Make sure that the 
end of the tape feeds under the tape guides. 




End of the tape 












Tape guide 





Insert the tape cassette firmly into the compartment, making sure that 
the entire back of the cassette touches the bottom of the compartment. 

®° When inserting the tape cassette, make sure that the ink ribbon 
does not catch on the corner of the metal guide. 

Be sure not to touch the print head. 



O Close the compartment cover, and then press the ON/OFF button to 
turn on the PT-9200DX . 
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After the ON/OFF button lights up in green, press the FEED/CUT button 
once to remove any slack in the tape and cut off the excess. 




Printing a label 

O Turn on the PT-9200DX and start up the computer. 

© Start up P-touch Editor and make sure that "PT-9200DX " is selected as the printer in the Print Setup dialog box ([Print 
Setup] command in the [File] menu of the PC software) or in the Chooser (when using the Mac software). 

© In the Size setting of the Page Properties, select the desired label size, 
and then design your label layout. 




lQ]:|r 



© Click the [Print] command in the [File] menu, select the desired settings in the Print dialog box, and then click the OK 
button. The ON/OFF button on the PT-9200DX flashes in green while it is receiving the data. After the label is printed, 
it is fed from the tape exit slot and automatically cut off if the "Auto Cut" option was selected. 

®° If the "HalfCuf option was selected, press the FEED/CUT button 
once to cut off the label. 

While printing multiple copies of labels, the printing speed may be 
decreased so that a high resolution can be maintained. 
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Maintenance 



Cleaning the Print Head and Roller 

A blank horizontal line appearing through the printed label indicates that the print head and roller are dirty. Clean the print 
head and roller according to the following procedure. 

O Turn off the PT-9200DX. 

© Open the tape compartment cover. 

© Remove the tape cassette if one is installed. 

© Use a dry cotton swab to gently wipe up and down along the print head and roller. 




0 Insert the tape cassette, and then close the tape compartment cover. 

Caution: Be careful not to touch the cutter near the print head and roller while cleaning them. 

In addition, do not try to clean the print head immediately after printing, otherwise you may be burned. 

* Cleaning can also be done by using the optional print head cleaning cassette (TZ-CL6). 
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Monitoring the P-touch Status 

You can determine the status of the PT-9200DX from the power button light color. 



PT-9200DX status 



Power button light color 


Description/Remedy 


Lights up in green 


• The P-touch is operating normally and is in stand-by. 


Flashes in green 


• The P-touch is receiving data from the computer correctly. 


Lights up in orange 


• While in stand-by, the P-touch detected that the tape cassette was not 
inserted correctly. Correctly insert the tape cassette. Printing will begin 
when the tape cassette is correctly inserted. 

• The tape compartment cover is not completely closed. Close the tape 
compartment cover. 


Flashes in orange 


• While receiving data, the P-touch detected that the tape compartment 
cover was not completely closed or that the cover was opened. Close 
the tape compartment cover. Printing will begin when the tape com- 
partment cover is closed. 


Flashes in red 

(Correct the problem, and then try printing 
again.) 


• While printing, the P-touch detected that a tape cassette was not in- 
serted or that the tape cassette ran out of tape. Insert a tape cassette or 
replace it. 

• Before or during printing, the tape compartment cover was opened. 
Close the tape compartment cover. 

• A data transmission error occurred. After about five seconds, the P-touch 
will return to stand-by (the power button will light up in green). 


Lights up in red 

(Correct the problem, and then try printing 
again.) 


• Turn off the P-touch, and then turn it on again. 

If the power button continues to light up in red, contact your service 
representative. 
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Troubleshooting 



If you think the P-touch is not printing correctly, but you cannot determine the problem with the lighting condition of the 
power button, refer to the following list of possible problems and perform the necessary operations. 



Problem 


Cause 


Solution 


The P-touch does not 
print. 

A printing error is 
indicated. 


• The interface cable is loose. 

• The tape cassette is not in- 
serted correctly. 

• The tape compartment cover 
is open. 


Check that the interface cable is correctly connected, the 
tape cassette is correctly installed, and that the tape compart- 
ment cover is closed. 


While printing, striped 
tape appears. 


There is no tape in the tape 
cassette. 


Insert a new tape cassette, and then either press the feed/cut 
button or turn the P-touch off, then on again. 


The power button does 
not light up or flash. 


The power supply cable is 
loose. 


Check that the power supply cable is correctly connected. If 
the power button still does not light up or flash, contact your 
service representative. 


A blank horizontal line 
appears through the 
printed label. 


The print head and roller are 
dirty. 


Clean the print head and roller according to the procedure in 
Cleaning the Print Head and Roller on page 31. 


A data transmission er- 
ror appears on the com- 
puter. 


The wrong port is selected. 


Windows 

Under "Print to the following port" in the printer Properties 
dialog box, select "PTUSB:" for a USB connection or select 
"PTCOMn:" (where "n" is 1 if the P-touch is connected to the 
computer's COM1 port or 2 if the P-touch is connected to the 
computer's COM2 port) for a serial connection.* 
Mac 

For a serial connection, select in the Chooser the port where 
the P-touch is connected. 








The baud rates of the compu- 
ter and the P-touch are not the 
same. (Only for a serial con- 
nection) 


Windows 

Start up the Change Baud Rate Wizard, and then select the 

same baud rate as the P-touch. 

Mac 

The Macintosh® may not support the P-touch's default baud 
rate of 1 15,200 bps. After changing the baud rate of the P- 
touch according to Changing the P-touch's Baud Rate on page 
35, select a baud rate of 57,600 bps in the Print dialog box. 


(Windows only) 
The baud rate cannot be 
set using the Change 
Baud Rate Wizard. 


The computer does not support 
the P-toucfYs default baud rate 
of 1 1 5,200 bps. 


The P-touch's default baud rate of 115,200 bps is not sup- 
ported by some computers. 

After changing the baud rate of the P-touch according to 
Changing the P-touch's Baud Rate on page 35, start up the 
Change Baud Rate Wizard, and select a baud rate of 57,600 
or 9,600 bps. 




Error 99 

The computer cannot detect 
the P-touch. 


Check the following: 

• Is the P-touch turned on? 

• Is the interface cable correctly connected? 

• Has the COM port where the P-touch is connected been 
selected with the Change Baud Rate Wizard? (Many PCs 
have more than one COM port.) 




Error 1 ,5 

The computer's serial port can- 
not be used. 


The COM ports on some PCs are turned off as a default. Check 
the computer's manual or ask the computer manufacturer, 
and then turn on the COM port. 
<Checking the COM port (Windows 95/98)> 
Double-click "System" in the Control Panel window. Click 
the Device Manager tab, and then click the plus sign next to 
"Ports (COM & LPT)". Check that COM1 and COM2 are listed 
and that there is no error symbol displayed. 



* If two or more of the same P-touch models are connected through their USB ports, select "PTUSB (PT-9200DX- 
XXXXXXXXX):" (where XXXXXXXXX is the serial number) instead of "PTUSB:". 

* The serial number is written above the barcode on the silver label attached to the bottom of the P-touch. 
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Problem 



Remedy 



The tape is not ejected correctly after being automati- 
cally cut. 



Turn off the machine, open the tape compartment 
cover, and remove the tape cassette if one is installed. 




Using a cotton swab dipped in isopropyl (rubbing) 
alcohol, clean off the metal piece in the exit slot to 
the left of the cutter. 
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Changing the P-touch's Baud Rate 



The PT-9200DX's default baud rate for a serial connection is 1 1 5,200 bps. Some computers may not support a serial port baud 
rate of 1 1 5,200 bps. If so, follow the procedure below to change the P-touch's baud rate to 9,600 bps. In addition, the baud rate 
for the port must also be set to 9,600 bps. 

O Turn off the PT-9200DX. 

© Hold down the power button for about five seconds. 

© Release the power button when it begins flashing in red and green. 

© The baud rate of the PT-9200DX has been set to the slower baud rate of 9,600 bps. 




Power button 
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Machine Specification 



Power supply: 


Input AC 120 V 


60Hz 


Print tape: 


6 widths availa 


ble: 


1/4" 


(6 mm) 




3/8" 


(9 mm) 




1/2" 


(12 mm) 




3/4" 


(18 mm) 




1" 


(24 mm) 




1 1/2" 


(6 mm) 


Print head: 


384 dots 






360 dpi 




Tape cutter: 


Auto full cutter 




Auto half cutter 


Port: 


Serial, USB 




Dimensions: 


4.7" x 5.9" x 9. 


8" (120x1 50x250 mm) 


Weight: 


3.3 lbs. (1.5 kg) 
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Accessories 



• Supplies 

Obtain tape cassettes from your nearest authorized dealer. Brother cannot be held responsible for trouble caused by 
the use of unauthorized supplies. 

Use only Brother TZ tapes with this machine. Do not use tapes that do not have the mark. 



Stock No. 1 Description QTY/PACKAGE 1 PRICE 


1-1 12" (36 mm) laminated tapes 


TZ-161 


Black Characters on Clear Adhesive 




$27.99 


TZ-261 


Black Characters on White Adhesive 




$27.99 


TZ-661 


Black Characters on Yellow Adhesive 




$27.99 


1" (24 mm) laminated tapes 


TZ-151 


Black Characters on Clear Adhesive 




$23.99 


TZ-251 


Black Characters on White Adhesive 




$23.99 


TZ-451 


Black Characters on Red Adhesive 




$23.99 


TZ-651 


Black Characters on Yellow Adhesive 




$23.99 


TZ-B51 


Black Characters on Orange Fluorescent Adhesive 




$28.99 


TZ-252 


Red Characters on White Adhesive 




$23.99 


TZ-354 


Gold Characters on Black Adhesive 




$26.99 


TZ-355 


White Characters on Black Adhesive 




$26.99 


TZ-S251 


Industrial (Strong Adhesive) Black Characters on White Adhesive 




$25.99 


3/4" (1 8 mm) laminated tapes 


TZ-141 


Black Characters on Clear Adhesive 




$20.99 


TZ-145 


White Characters on Clear Adhesive 




$20.99 


TZ-241 


Black Characters on White Adhesive 




$20.99 


TZ-242 


Red Characters on White Adhesive 




$20.99 


TZ-243 


Blue Characters on White Adhesive 




$20.99 


TZ-344 


Gold Characters on Black Adhesive 




$24.99 


TZ-345 


White Characters on Black Adhesive 




$23.99 


TZ-441 


Black Characters on Red Adhesive 




$20.99 


TZ-541 


Black Characters on Blue Adhesive 




$20.99 


TZ-545 


White Characters on Blue Adhesive 




$23.99 


TZ-641 


Black Characters on Yellow Adhesive 




$20.99 


TZ-741 


Black Characters on Green Adhesive 




$20.99 


TZ-B41 


Black Characters on Orange Fluorescent Adhesive 




$24.99 


TZ-M41 


Black Characters on Clear (matte) Adhesive 




$23.99 


TZ-S241 


Industrial (Strong Adhesive) Black Characters on White Adhesive 




$21.99 


TZ-WB41 


Black Characters on Bugs Bunny Adhesive 




$23.99 


TZ-WT41 


Black Characters on Taz Adhesive 




$23.99 


TZ-WS41 


Black Characters on Tweety & Sylvester Adhesive 




$23.99 


1/2" (1 2 mm) laminated tapes 


TZ-131 


Black Characters on Clear Adhesive 




$16.99 


TZ-231 


Black Characters on White Adhesive 




$17.99 


TZ-232 


Red Characters on White Adhesive 




$17.99 


TZ-335 


White Characters on Black Adhesive 




$20.99 


TZ-S231 


Industrial (Strong Adhesive) Black Characters on White Adhesive 




$18.99 


3/8" (9 mm) laminated tapes 


TZ-121 


Black Characters on Clear Adhesive 




$14.99 


TZ-221 


Black Characters on White Adhesive 




$16.99 


TZ-325 


White Characters on Black Adhesive 




$18.99 


TZ-421 


Black Characters on Red Adhesive 




$16.99 


TZ-S221 


Industrial (Strong Adhesive) Black Characters on White Adhesive 




$17.99 
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Stock No. 


Description 


QTY/PACKAGE 


PRICE 


1/4" (6 mm) laminated tapes 


| TZ-1 1 1 


Black Characters on Clear Adhesive 


I 


$12.99 


TZ-211 


Black Characters on White Adhesive 


1 


$14.99 


TZ-315 


White Characters on Black Adhesive 


1 


$17.99 


| TZ-S211 


Industrial (Strong Adhesive) Black Characters on White Adhesive 


1 


$15.99 


Special tapes 


Stock No. 


Description 


QTY/PACKAGE 


PRICE 


TZ-SE4 


Black Characters on 3/4" (1 8 mm) Security Adhesive 


1 


$29.99 


TZ-FA3 


Blue Characters on 1/2" (12 mm) Fabric Adhesive 


1 


$24.99 


Stamp kit 


Stock No. 


Description 


QTY/PACKAGE 


PRICE 


SK-LB 


Stamp Making kit for Large Black 


1 


$39.99 


SK-MB 


Stamp Making kit for Medium Black 


1 


$37.99 


SH-LB 


Additional Stamper for Large Black 


1 


$27.99 


SH-MB 


Additional Stamper for Medium Black 


1 


$24.99 


Options 


Stock No. 


Description 


QTY/PACKAGE 


PRICE 


TZ-CL6 


Print head Cleaning Cassette 


1 


$27.99 
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BROTHER CONTACT INFORMATION 



Service Center Locations 



If you need a local service center, please call 1 -800-284-HELP (4357) 
to locate the authorized service center closest to you. 
Note: Be sure to call the Service Center before your visit. 
Service centers do not provide operational assistance. See "Operational Assistance". 



Operational Assistance 

For technical and operational assistance you may call Brother Customer Service at: 
Voice 1 -877-4-P-touch, or Fax 1 -901 -379-1 210 



Assistance on the Internet 

For product information and downloading the latest drivers: http://www.brother.com 
For purchasing accessories and certain Brother products: http://www.brothermal I .com 



Accessories and Supplies 



To order Brother accessories or supplies by Visa, MasterCard, Discover or American Express 
you may call toll tree 1 -888-879-3232, or complete the order form in your user's guide 

and 

fax both sides of the form to 1 -800-947-1 445 
For purchasing accessories on the Internet: http://www.brothermal I .com 
To order by mail or pay by check, please complete the accessory order form and mail it along 

with payment to: 
Brother International Corporation 
Attn: Consumer Accessory Division 
P.O. Box 341332 
Bartlett,TN 381 84-1 332 



Brother fax-back system 

Brother Customer Service has installed an easy to use fax-back System so you can get instant answers to common 
technical questions and product information for all Brother products. 

This system is available 24 hours a day, 7 days a week. You can use the system to send the information to any fax ma- 
chine, not just the one you are calling from. 

Please call 1 -800-521-2846 and follow the voice prompts to receive faxed instructions on how to use the system and an 

index of fax-back subjects. 
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P-TOUCH ACCESSORY ORDER FORM 



Dear Customer: 

This order form is provided for your convenience should your retailer not stock the item(s) needed. To order by mail, 
send this completed form along with proper payment to the address below OR credit card holders: Call toll-free 
1 -888-879-3232, fax completed order form to 1 -800-947-1 445, or visit our web site at http://www.brothermall.com. 
Please refer to the Accessories listing in your User's Guide for stock no. and price. 



Stock No. 


Description 


Price 


Quantity 


Total 


























































































































Subtotal 





Accessory Subtotal: 

AZ, CA, CO, CT, FL, GA, IL, LA, 
MA, MD, Ml, MN, MO, NC, NJ, 
NV, NY, OH, PA, TN, TX, VA, WA 
residents add applicable sales tax _£ 



Shipping/Handing Options 

Please choose one: 

• Standard ($5.00) 

• 2nd day air freight ($8.75) Mandatory for all 
deliveries outside of the continental U.S. 
(Alaska, Hawaii, Puerto Rico, Virgin Islands & 
Canada) 

• All other overseas orders ($25.00) J> 

TOTAL DUE (US dollars) _$ 



Method of payment (Check one) 

( ) Visa ( ) MasterCard ( ) Discover ( ) American Express ( ) Check/Money Order 

Account Number 

Expiration Date 

Signature 



Name: 

Address: 

City: 

State/Zip: 

Daytime Phone: 

SEND ORDER FORM TO: 

Brother International Corp. 
Attn: Consumer Accessory Div. 
P.O. Box 341332 
Bartlett, TN381 84-1 332 
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Prices subject to change without notice. 



P-TOUCH ACCESSORY ORDER FORM 



Dear Customer: 

This order form is provided for your convenience should your retailer not stock the item(s) needed. To order by mail, 
send this completed form along with proper payment to the address below OR credit card holders: Call toll-free 
1 -888-879-3232, fax completed order form to 1 -800-947-1 445, or visit our web site at http://www.brothermall.com. 
Please refer to the Accessories listing in your User's Guide for stock no. and price. 



Stock No. 


Description 


Price 


Quantity 


Total 


























































































































Subtotal 





Accessory Subtotal: _£. 

AZ, CA, CO, CT, FL, GA, IL, LA, 
MA, MD, Ml, MN, MO, NC, NJ, 
NV, NY, OH, PA, TN, TX, VA, WA 
residents add applicable sales tax _$_ 



Shipping/Handing Options 

Please choose one: 

• Standard ($5.00) 

• 2nd day air freight ($8.75) Mandatory for all 
deliveries outside of the continental U.S. 
(Alaska, Hawaii, Puerto Rico, Virgin Islands & 
Canada) 

• All other overseas orders ($25.00) _$ 

TOTAL DUE (US dollars) _$ 



Method of payment (Check one) 

( ) Visa ( ) MasterCard ( ) Discover ( ) American Express ( ) Check/Money Order 

Account Number 

Expiration Date 

Signature 



Name: 

Address: 

City: 

State/Zip: 

Daytime Phone: 

SEND ORDER FORM TO: 

Brother International Corp. 
Attn: Consumer Accessory Div. 
P.O. Box 341332 
Bartlett, TN381 84-1 332 



* Prices subject to change without notice. 



Referenda rapida 



iGracias por adquirir la impresora PT-9200DX! 



Con su nueva impresora Brother para etiquetas, podra imprimir etiquetas personalizadas para cualquier tipo de uso. 
Simplemente introduzca un casete de cinta de etiquetas en la PT-9200DX, disene su etiqueta con el software P-touch 
Editor suministrado y finalmente impnmala. Su etiqueta personalizada se imprimira en cuestion de segundos. Las 
etiquetas estan disponibles en varios tamanos y colores -ideal para codificacion del color y satisfacer sus propias 
necesidades de etiquetado especiales. 

La gran variedad de opciones del software del P-touch Editor facilita y acelera la creacion de magmficas etiquetas. El 
software no solo automatiza las funciones mas complicadas de composicion sino que tambien incluye gran variedad de 
plantil las preformateadas para su uso inmediato. 



Declaracion de Conformidad de la Federal Communications Commission 
(FCC) [Comision Federal de Comunicaciones] (Solo para los EE.UU.) 

Parte responsable : Brother International Corporation 
100 Somerset Corporate Boulevard 
Bridgewater, NJ 08807-0911 EE.UU. 
Tel: (908) 704-1700 

declara que el producto 

Nombre del producto : Impresora de etiquetas P-touch Pro DX de Brother 
Numero de modelo : PT-9200DX 

Cumple con la Parte 15 de las Normas FCC. El funcionamiento esta sujeto a dos condiciones siguientes: (1) este 
dispositivo no puede causar ninguna interferencia nociva y (2) este dispositivo debe aceptar cualquier interferen- 
cia recibida, incluidas las interferencias que puedan provocar un funcionamiento no deseado. 

Este equipo ha sido sometido a pruebas y se ha comprobado que se encuentra dentro de los limites establecidos 
para los dispositivos digitales de Clase B, conforme a la Parte 15 de las Normas FCC. Estos limites estan disenados 
para proporcionar una proteccion razonable frente a interferencias nocivas en una instalacion de residencia. Este 
equipo genera, utiliza y puede irradiar energfa de radiofrecuencia, y de no instalarse y utilizarse de acuerdo con 
las instrucciones, puede provocar una interferencia nociva en las comunicaciones de radio. No obstante, no 
existen garantfas de que no se produciran interferencias en una instalacion concreta. Si este equipo realmente 
produce interferencias nocivas en la recepcion de radio o television, lo que puede determinarse encendiendo y 
apagando el equipo, se anima al usuario a intentar corregir la interferencia mediante una o mas de las medidas 
siguientes: 

- Vuelva a orientar o colocar la antena receptora. 

- Aumente la separacion entre el equipo y el receptor. 

- Conecte el equipo a una toma de corriente de un circuito distinto al que este conectado el receptor. 

- Consulte con el distribuidor o con un tecnico experimentado de radio-TV para conseguir mas ayuda. 

- El cable de interfaz suministrado debe utilizarse para asegurar el cumplimiento de los limites establecidos para 
los dispositivos digitales de Clase B. 

- Los cambios o modificaciones que no esten expresamente aprobados por Brother Industries, Ltd, pueden 
invalidar la autoridad de Usuario para operar el equipo. 

Los numeros de patente y los de publication relacionados con este producto son los siguientes: 
USP4839742 USP4983058 USP5120147 
USP4927278 USP5009530 
USP4976558 USP5069557 
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Desembalaje 



PT-9200DX CasetedecintaTZde36mm(1 1/2")deancho 

(caracteres negros sobre cinta blanca) 




Cables de interfaz (2) 



Cable en serie: Para ordenadores compati- Cable USB: Para ordenadores compatibles 
bles con PC de IBM u orde- con PC de IBM u ordenadores 

nadores Macintosh® Macintosh® 




CD-ROM que contiene el software para PC y Mac y los manuales respectivos 

Precauciones: 






Manipule con precaucion el 
CD-ROM para que no resulte 
danado. 



No someta el CD-ROM a 
temperaturas extremada- 
mente elevadas ni bajas. 



No coloque objetos pesados 
encimadel CD-ROM. 



Brother Co., Ltd. y sus suministradores poseen todos los derechos y los derechos de autor de este software (incluyendo, 
pero sin su limitacion, la programacion, las imagenes, los clips de arte, las plantillas, y el texto incorporados en el 
software), del texto en los manuales suministrados, y de las duplicaciones del software. Esta prohibido duplicar, modificar, 
hacer ingeniena inversa, desensamblar o descompilar este software, ya sea parcial o en su totalidad sin permiso. 
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Conexion de los cables de la interfaz y de alimentation 

Conecte la PT-9200DX al ordenador de acuerdo con las instrucciones ofrecidas a continuacion. 
Cuando la conecte al puerto en serie: 




O Asegurese de que tanto la PT-9200DX como el ordenador esten apagados. 

© Conecte un extremo del cable de interfaz en serie suministrado al conector en serie (IOIOI) de la PT-9200DX y el 
otro extremo al puerto en serie del ordenador. Para conectar un Macintosh®, conecte la PT-9200DX bien al puerto 
del modem o bien de la impresora (al puerto del modem preferiblemente). 

^ Los puertos en serie (RS-232C) de algunos ordenadores tienen un diseho que a veces no permite conectar el 
cable de interfaz en serie. En este caso, utilice un adaptador que podra adquirir en las tiendas del ramo. 

Cuando la conecte al puerto USB: 

^ Cuando vaya a conectar la PT-9200DX a un ordenador por primera vez y antes de encenderla, lea primero el 
procedimiento de instalacion en las paginas 12 a 19, y a continuacion conecte la impresora siguiendo las 
instrucciones. 




O Conecte un extremo del cable de interfaz USB suministrado al conector USB (>^> ) de la PT-9200DX y el otro 
extremo al puerto USB del ordenador. 

®° No conecte la PT-9200DX al ordenador utilizando los cables de interfaz en serie y de interfaz USB al mismo 
tiempo porque la PT-9200DX podna daharse. 

^ Cuando haga una conexion USB a traves de un concentrador, tal vez no sea posible hacer una conexion 
correcta segun el tipo de concentrador usado. Si no se puede imprimir con una conexion mediante 
concentrador, intente conectar la PT-9200DX directamente al ordenador utilizando el cable de interfaz USB. 
© Introduzca la clavija de un extremo del cable de alimentacion en el conector de alimentacion de la PT-9200DX. 

© Inserte el enchufe del cable de alimentacion en un tomacorriente de CA que disponga de terminal de puesta a tierra. 
Algunos lugares pueden requerir la utilizacion de un adaptador provisto de conductor de puesta a tierra. Conecte 
este conductor al terminal de puesta a tierra. 
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Instalacion del P-touch Editor 



Antes de poder imprimir etiquetas con la PT-9200DX, debera instalarse el software del P-touch Editor y el controlador de la 
impresora PT-9200DX. 

En un ordenador compatible con PC de IBM: 

Compruebe que la configuracion de su sistema cumple los requisitos siguientes: 
Ordenador: IBM PC o compatible 
Sistema operativo: 

Interfaz en serie: PC equipado con un procesador x86 y puerto en serie (RS-232C), y funcionando con Microsoft 

Windows® 95/98/2000 o Windows® NT 4.0. 
Interfaz USB: PC equipado con un puerto USB y funcionando con Microsoft® Windows® 2000 o Microsoft® 

Windows® 98 preinstalado. 

Algunos PC con o Microsoft® Windows® 95 preinstalado no son compatibles con todas la funciones del 
hardware de USB. 



Espacio libre en disco duro: Como mmimo 20 MB 

^ Puede que sean necesarios unos cuantos centenares de megabytes adicionales de espacio libre en el disco duro 
cuando se impriman etiquetas largas o grandes cantidades de datos. 

Monitor: VGA o tarjeta de graficos superior 
Puerto: En serie o USB 
Memoria disponible: Como mmimo 32 MB 
Unidadde CD-ROM 



Instalacion del controlador de impresora 
(para Windows® 95/98/NT 4.0/2000) 

Para una conexion en serie: 



Con Windows® 95/NT 4.0: 



La instalacion del software y del controlador de impresora 
debera realizarse en el siguiente orden: 

(1 ) P-touch Editor Version 3.1 

(2) Controlador de impresora 

O Introduzca el CD-ROM del P-touch Editor en la 
unidad de CD-ROM del ordenador. Aparecera 
automaticamente un cuadro de dialogo que le 
permitira seleccionar lo que quiera instalar. 



© Para instalar el P-touch Editor Version 3.1 y el 

controlador de impresora en serie para la PT-9200DX, 
haga die sobre el boton superior (P-touch Editor). 
Para instalar solamente el controlador de impresora en 
serie para la PT-9200DX, haga die sobre el boton 
inferior (Controlador de impresora). (Si solamente 
quiere instalar el controlador de impresora, continue 
con la instalacion desde el paso 5.) 

(1 ) Instalacion del P-touch Editor Version 3.1 

© Instale el P-touch Editor Version 3.1 de acuerdo con el 
procedimiento descritoen Instalacion del P-touch 
Editor Version 3.1 de las paginas 20 a 21 . 

O Despues de haber terminado la instalacion del P-touch 
Editor Version 3.1 , instale el controlador de impresora 
como se describe a continuacion. 




Si el cuadro de dialogo no apareciera 
automaticamente, haga doble die sobre "My 
Computer" en el escritorio, haga doble die sobre el 
icono de la unidad de CD-ROM que contenga el CD- 
ROM y a continuacion haga doble die sobre 
"Ptsetup.exe" para visualizar el cuadro de dialogo. 



(2) Instalacion del controlador de impresora 

0 Aparecera el cuadro de dialogo "Driver Setup" que le 
permitira seleccionar tanto instalar como desinstalar el 
controlador de impresora. Compruebe que este 
seleccionado "Brother PT-9200DX" para la instala- 
cion, seleccione "Install" y a continuacion haga die 
sobre el boton "Next". 











Driver to be set up: 


m 

0 


|Brother PT-9200DX 

Select whether to install or uninstall the application 

(* jjnstali 
C Uninstall 
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Para usuarios de Windows® NT 4.0: 

Si no hay instalado un puerto P-touch (PTCOM), 

agregue uno haciendo die sobre el boton "Add" para 

visualizar el cuadro de dialogo "Port Name". 

(Si ya hay instalado un puerto P-touch (PTCOM), haga 

clic sobre el boton "Next" y continue con el paso 9.) 



e 



© 



Para usuarios de Windows® NT 4.0: 
En la lista de puertos PTCOM del cuadro de dialogo 
"Port Name", seleccione el puerto al que esta 
conectada la PT-9200DX ("PTCOM 1 :" si la P-touch 
esta conectada al puerto COM1 , o "PTCOM2:" si esta 
conectada al puerto COM2) y a continuacion haga 
clic sobre el boton "OK". 





I --""I 


I™ 


Annulla | 





Aparecera un cuadro de dialogo que le permitira 
seleccionar el puerto al que esta conectada la PT- 
9200DX. 

Seleccione "PTCOM1 :" si la P-touch esta conectada 
al puerto COM1 , o "PTCOM2:" si esta conectada al 
puerto COM2 y a continuacion haga clic sobre el 
boton "Next". (En Windows® NT 4.0, seleccione el 
puerto agregado en el paso 8.) 



© Aparecera un cuadro de dialogo mostrando que el 
controlador de impresora ha sido instalado. 




Installation is completed 
In order to change the communication sp 
(baud rate! between the PC and the m. ' 
check the options below. Click [Next] 



I Start up the Change Ban 



Si el puerto al que esta conectada la PT-9200DX no 
soporta una velocidad en baudios de 1 1 5.200 bps, o si 
desea confirmar la conexion entre la P-touch y el 
ordenador, seleccione "Start up Change Baud Rate 
Wizard" y a continuacion sobre el boton "Next". Una 
vez cambiada la velocidad en baudios como se explica 
en la pagina 11 a 1 2, continue con el paso siguiente. 

© Extraiga el CD-ROM del ordenador, seleccione "Yes, I 
want to restart my computer now" y a continuacion 
sobre el boton "Finish" para reiniciarel ordenador. 



© 

s 





© En el cuadro de dialogo que aparece, que le permite 
confirmar como se realizara la instalacion, comprue- 
be que esta se va a realizar de la forma deseada y a 
continuacion sobre el boton "Next". 





Driver: 




Brother PT-9200DX 
Port: 




PTCDM1: 

If OK, click [Next]. 
Installation will begin. 
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© 



Con Windows® 98: 



La instalacion del software y del controlador de impresora 
debera realizarse en el siguiente orden: 

(1 ) P-touch Editor Version 3.1 

(2) Controlador de impresora 

O Introduzca el CD-ROM del P-touch Editor en la 
unidad de CD-ROM del ordenador. Aparecera 
automaticamente un cuadro de dialogo que le 
permitira seleccionar lo que quiera instalar. 



that you want to install. 




Si el cuadro de dialogo no apareciera 
automaticamente, haga doble die sobre "My 
Computer" en el escritorio, haga doble die sobre el 
icono de la unidad de CD-ROM que contenga el CD- 
ROM, y haga doble die sobre "Ptsetup.exe" para 
visualizar el cuadro de dialogo. 

© Para instalar el P-touch Editor Version 3.1 y el 

controlador de impresora en serie para la PT-9200DX, 
haga die sobre el boton superior (P-touch Editor). 
Para instalar solamente el controlador de impresora en 
serie para la PT-9200DX, haga die sobre el boton 
inferior (Controlador de impresora). (Si solamente 
quiere instalar el controlador de impresora, continue 
con la instalacion desde el paso 5.) 

(1 ) Instalacion del P-touch Editor Version 3.1 

© Instale el P-touch Editor Version 3.1 de acuerdo con el 
procedimiento descritoen Instalacion del P-touch 
Editor Version 3.1 de las paginas 20 a 21 . 

© Despues de haber terminado la instalacion del P-touch 
Editor Version 3.1 , instale el controlador de impresora 
como se describe a continuacion. 

(2) Instalacion del controlador de impresora 

0 En el cuadro de dialogo "Select Connection" que 
aparece, seleccione "RS-232C" y a continuacion 
sobre el boton "Next". 




En el cuadro de dialogo "For a RS-232C connection" 
que aparece, note la ruta al controlador de la 
impresora PT-9200DX, y haga die sobre el boton 
"Finish". 




© En el primer cuadro de dialogo "Add Printer Wizard" 
que aparece, haga die sobre el boton "Next". 




T i ill I, dp unto install your printer quickly ar 
To begin installing your printer, click Nest. 



© En el siguiente cuadro de dialogo "Add Printer 

Wizard" que le permitira seleccionar si la impresora 
es local o integrada en red, seleccione "Local Printer" 
y a continuacion sobre el boton "Next". 




© En el cuadro de dialogo "Add Printer Wizard" que le 
permitira seleccionar el controlador, haga die sobre 
el boton "Have Disk". 



^ model cl your printer I 
compatible printer. 



Apple 




AGFA-AccuSet 1000SFv201 3. 108 




AST 
ATM 




AGFA-AccuSet1000SFv52.3 
AGFA-AccuSet 1500 




Brothel 




AGFA-AccuSet 1500SF v2013108 




Bull 
In-ltnh 


-J 


AGFA-AccuSet 300 
AGFA-AnmSet RhTIKF v?lTi 31 11R 





<Back | Next> | Cancel | 



© En el cuadro de dialogo "Install From Disk" que 
aparece, haga die sobre el boton "Browse". 



the drive selected, ai 



En la casilla "Folders" del cuadro de dialogo "Open", 
seleccione la "d:\ptouch\driver\pt9200dx\win98" 
(donde "d:" es el nombre de la unidad que contiene el 
CD-ROM del P-touch Editor)" y a continuacion sobre 
el boton "OK". 






J 


_j Plouch 




_J Drive, 




_J Pt!3200d;.: 







En el cuadro de dialogo "Install From Disk", comprue- 
be que aparece "d:\ptouch\driver\pt9200dx\win98" 
(donde "d:" es el nombre de la unidad que contiene el 
CD-ROM del P-touch Editor) en el cuadro "Copy 
manufacturer's files from" y a continuacion haga die 
sobre el boton "OK". 




^ E 



.:,,...„,:,:„,i a ,:h„ef i^i,,;, 



|DAPtouch\Diivei\Pl3200d:.:\V,'in98 Tj 



En el siguiente cuadro de dialogo "Add Printer 
Wizard", seleccione "Brother PT-9200DX" y a 
continuacion haga die sobre el boton "Next". 



Ulick the manufacturer and model of your printer. If your printer came with an 
1t1l3ll3l10t1d.il c lie I- Ha e C' i I If your printer i tioHt ted coi nil vow printer 
"in for a compatible printer. 



■/e Disk. . | 



| Nent> | Cancel | 



© El ordenador copia el controlador de impresora. 



H:\Ptouch\Driver\Pt9200dKVVv'in98\PTUSB.SYS 
Destination: 

C:\WIN98E \SYS TEMSPT U SB. SYS 



E 



Aparecera un cuadro de dialogo que le permitira 
seleccionar el puerto al que esta conectada la PT- 
9200DX. 

Seleccione "PTCOM1 :" si la P-touch esta conectada al 
puerto COM1 , o "PTCOM2:" si esta conectada al 
puerto COM2 y a continuacion haga die sobre el 
boton "Next". 




En el cuadro de dialogo que aparece, que le permite 
confirmar el nombre de la impresora, cambie el 
nombre poniendo el que desee, especifique que esta 
impresora no va a ser la impresora por defecto y a 
continuacion haga die sobre el boton "Finish". 





f'ou can typ i e for this print i i n use 
Ui plied bel re re 11 
Finish to install the printer and add it to the Printers 






Printer name: 




ri r he default printer 

r Yes 




r? No 







<flack |~ 



Extraiga el CD-ROM del ordenador, seleccione "Yes, I 
want to restart my computer now" y a continuacion haga 
die sobre el boton "Finish" para reiniciar el ordenador. 




Con Windows® 2000: 



La instalacion debera realizarse en el siguiente orden: 

(1 ) P-touch Editor Version 3.1 

(2) Monitor de puerto en serie 

(3) Controlador de impresora 

O Introduzca el CD-ROM del P-touch Editor en la 
unidad de CD-ROM del ordenador. Aparecera 
automaticamente un cuadro de dialogo que le 
permitira seleccionar lo que quiera instalar. 



elect the • omponenl that you want tc .all 

P-touch Editor 

P-touch Editor VerS.I the printer driver 
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Si el cuadro de dialogo no apareciera 
automaticamente, haga doble die sobre "My 
Computer" en el escritorio, haga doble clic sobre el 
icono de la unidad de CD-ROM que contenga el CD- 
ROM, y haga doble clic sobre "Ptsetup.exe" para 
visualizar el cuadro de dialogo. 

© Para instalar el P-touch Editor Version 3.1 y el 

controlador de impresora en serie para la PT-9200DX, 
haga clic sobre el boton superior (P-touch Editor). 
Para instalar solamente el controlador de impresora en 
serie para la PT-9200DX, haga clic sobre el boton 
inferior (Controlador de impresora). (Si solamente 
quiere instalar el controlador de impresora, continue 
con la instalacion desde el paso 5.) 

(1 ) Instalacion del P-touch Editor Version 3.1 

© Instale el P-touch Editor Version 3.1 de acuerdo con el 
procedimiento descritoen Instalacion del P-touch 
Editor Version 3.1 de las paginas 20 a 21 . 

O Despues de haber terminado la instalacion del P-touch 
Editor Version 3.1 , instale el monitor de puerto como 
se describe a continuacion. 

Aparecera el dialogo "Port selection" (seleccion de 
puerto), pero todavia no tendra que hacer nada. 

(2) Instalacion del monitor de puerto 

0 Haga clic sobre el boton "Start" en la barra de tareas, 
seleccione "Settings", haga clic en "Control Panel" y a 
continuacion haga doble clic sobre "Printers". 







J File Edit View Favorites Tools Help 




^Back - tj ^Search -^Folders ^History 


I & <E » 


Address \_£ Printers 




%i * 1 

Add Printer 

Printers 

rhis fold ii nfoi ii 

To get information about a printer 
that is currently installed, right-click 
the printer's icon. 

To install a new printer, dick the 




Add Printer icon. 

Select an item to view its 
description. 




Windows 2000 Support 




|l object(s) 





© Seleccione la orden "Server Properties" en el menu 
"File". 



© 



Forms Ports | Drivers | Advanced | 
EDIT01 





Port 


Description | Printe 


I 


LPT2: 


Printer Port 




LPT 3: 


Printer Port 




C0M1: 


Sena! Pent 




COM2 


Sena! Port 




Lur-ij 


Serial Port 




COM4: 


Sena! Port 




FILE: 


Print to File 








Port... | Delete Port 


| Configure Port... 



J_ 



© En el cuadro de dialogo "Printer Ports" que aparece, 
haga clic sobre el boton "New Port Type". 



New Port Type... | | New Port... ] Cancel | 

© En el cuadro de dialogo "Installing Print Monitor" que 
aparece, haga clic sobre el boton "Browse". 



The file 'monitor.inf' on (Unknown) is needed. 



Type the path where the file 



~3 Browse... | 



En el cuadro de dialogo "Locate File" que aparece, 
especifique la fichero 

"d:\ptouch\driver\pt9200dx\win2000\monitor.inf" 
(donde "&." es el nombre de la unidad que contiene 
el CD-ROM del P-touch Editor) y a continuacion 
haga clic sobre el boton "Open". 



t3 Win2000 

j | Desktop 

My Documents 
— My Computer 
g£J 'M Floppy (A:) 
SWIN2000E (C:) 
% P-touch (D:) 
_J Ptouch 
□ Driver 
_| PtSQOOdx 



. MyNi 



~3 L 



i 



Haga clic en la ficha "Ports" y a continuacion haga 
clic sobre el boton "Add Port". 



© En el cuadro de dialogo "Installing Print Monitor", 
compruebe que en el cuadro "Copy files from" 
aparezca la ruta correcta y a continuacion haga clic 
sobre el boton "OK". 



The tile 'monitor. inf on (Unknown) is needed. 



D \PlouchVDriver\Pt9200d«Vwin2000 



8 



En el cuadro de la lista "Available Ports types", 
seleccione "Brother P-touch Serial Port" y a continua- 
cion haga die sobre el boton "New Port". 




Aparecera un cuadro de dialogo que le permitira 
seleccionar el puerto al que esta conectada la PT- 
9200DX. 

Seleccione "PTCOM1 :" si la P-touch esta conectada al 
puerto COM1 , o "PTCOM2:" si esta conectada al 
puerto COM2 y a continuacion haga die sobre el 
boton "OK". 



PT COM 2: (COM 2: for P-touch) 



© Cierre los cuadros de dialogo "Printer Ports" y "Print 
Server Properties". 

© Despues de haber terminado la instalacion del monitor 
de puerto, instale el controlador de impresora como se 
describe a continuacion. 



(3) Instalacion del controlador de impresora 

© En el cuadro de dialogo "Port Selection", seleccione 
"RS-232C" y a continuacion haga die sobre el boton 
"Next". 




En el cuadro de dialogo "RC-232C Connection" que 
aparece, note la ruta al controlador de impresora de 
la PT-9200DX, y haga die sobre el boton "Finish". 



© En el primer cuadro de dialogo "Add Printer Wizard" 
que aparece, haga die sobre el boton "Next". 




En el siguiente cuadro de dialogo "Add Printer 
Wizard" que le permitira seleccionar si la impresora 
es local o integrada en red, seleccione "Local printer" 
y a continuacion haga die sobre el boton "Next". 
(Ademas, asegurese de que la opcion Plug-and-Play 
no este seleccionada.) 



Local oi Netwoik Punter 



ill my Plug it i.l PI jv onnler 



Seleccione "Use the following port", seleccione el 
puerto escogido en el paso 1 3 en la lista y a continua- 
cion haga die sobre el boton "Next". 



• Use the following pott: 



Description 



COM2: 
COM3: Serial Port 
COM4: Serial Port 
Print to File 



C Create a new port: 




Startup the Add Printer Wizard. 



I AFT OUCH '■.£) river\PT 9200DXYvv'in2CiOCi 



< Back [£ 



| 
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En el cuadro de dialogo "Add Printer Wizard" que le 
permitira seleccionar el controlador, haga die sobre 
el boton "Have Disk". 



En el siguiente cuadro de dialogo "Add Printer 
Wizard", seleccione "Brother PT-9200DX" y a 
continuacion haga clic sobre el boton "Next". 



Add Printei Wizaid 



Select the manufacturer and mode! ofycui punter. If your pi 

dist i In I H-i i- fu I I i Ii ' u nl 

compatible punter. 



op 


=1 


GF . u ef 52 
AGFA-AccuSetSF v52.3 


=1 


Apple 




AGFA-AccuSet 800 
AGFA-AccuSet 800SF v52.3 




APS -PS 
AST 




GFA ccuSetSOOSF 201 108 
AGFA-AccuSet 1000 





Have Disk... | 



_J Cancel | 



Add Printei Wizaid 



Select the manufacturer ar 
(Qpf disk, click Have Disk. Ifyo 



Have Disk... | 



| Next > | Cancel | 



En el cuadro de dialogo "Install From Disk" que 
aparece, haga clic sobre el boton "Browse". 



Copy manufacturer's files from: 



~3 fl ro Wse ... | 



En el cuadro de dialogo "Locate File" que aparece, 
especifique la fichero 

"d:\ptouch\driver\pt9200dx\win2000\ptpro2v.inf" 
(donde "d:" es el nombre de la unidad que contiene el 
CD-ROM del P-touch Editor) y a continuacion haga 
clic sobre el boton "Open". 




gg My Network Plac 



Filename: 

Files of type: | 



~3 I Open | 
Cancel | 



En el cuadro de dialogo "Install From Disk", compruebe 
que aparece "d:\ptouch\driver\pt9200dx\win2000" 
(donde "&." es el nombre de la unidad que contiene el 
CD-ROM del P-touch Editor) en el cuadro "Copy 
manufacturer's files from" y a continuacion haga clic 
sobre el boton "OK". 



selected, and then click OK 



Cancel | 



En el cuadro de dialogo que aparece, que le permite 
confirmar el nombre de la impresora, cambie el 
nombre poniendo el que desee y a continuacion haga 
clic sobre el boton "Next". 



Name Your Piintei 



of more than 31 characters. 



of support server and pri 



Cancel | 



En el cuadro de dialogo que aparece, especifique que 
esta impresora no va a ser compartida y a continua- 
cion haga clic sobre el boton "Next". 



Piintei S haling 




D:\Ftouch\D river\Fl92nnd:AWin2000 



~3 C 
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© En el siguiente cuadro de dialogo que aparece, 

especifique que la pagina de prueba no sera impresa y 
a continuacion haga die sobre el boton "Next". 




< Back | Next > ~| Cancel | 



© En el ultimo cuadro de dialogo "Add Printer Wizard 
que aparece, haga die sobre el boton "Finish". 





Completing the Add Printer 




Wizard 
















Name: Brother PT-9200DX 




Shared as: < Not Share* 




Port: PTC0M1: 




Model: Brother PT-9200DX 




Default: Yes 




Test page: No 




To close this wizard click Finish 


<Back | Finish | Cancel | 



© En el cuadro de dialogo que avisa que no se ha podido 
encontrar una firma digital, haga die sobre el boton 
"Yes". 



Digital Signature Not F 

i 


beer ted with Wind rid I I t not 
been altered since it was tested. 

T he software you are about to install dues not contain a 
Microsoft digital signature Therefore, there is no 
guarantee ihatl I r .rl rrrstly with 

Printers 

Ii "o ant to earch for Micro oft digitally igned 

oh' 'jre i il .he 'indo' > Update'' eb He at 
http < <irid pdatermcio nil com to ee if one is 


|;-Ye:""| Mo | Moral* | 



© Extraiga el CD-ROM del ordenador, seleccione "Yes, I 
want to restart my computer now" y a continuacion 
haga die sobre el boton "Finish" para reiniciar el 
ordenador. 



Utilization del asistente Change Baud Rate Wizard 



Si el puerto al que esta conectada la PT-9200DX no soporta 
una velocidad en baudios de 1 1 5.200 bps, o si desea confir- 
mar la conexion entre la P-touch y el ordenador, inicie el 
asistente "Change Baud Rate Wizard", y a continuacion 
seleccione los ajustes deseados. 



O Al seleccionar "Change Baud Rate Wizard" mientras 
se instala el controlador de impresora en serie se 
iniciara el asistente "Change Baud Rate Wizard". En 
caso contrario, el asistente "Change Baud Rate 
Wizard" puede iniciarse haciendo doble die en su 
icono en la carpeta "P-touch Editor 3.1 ". 



File Edit \ 


iew Help 


f 


# s 

P-touch Editor P-touch Editor 
3.1 Help 3.1 


m 


f TheU'ser's "] 
iGuide P-touch! 
[ Editor Ver3.1 j 


Sobiectls] 


1 2.05KB 



© En el cuadro de dialogo "Select Model", seleccione 
"Brother PT-9200DX" y a continuacion haga die 
sobre el boton "OK". 





[1 ISl Select the mode! whose baud rate you wis 
U ^ change. 




Model : 




1 Brother PT-9200DX 


'I 


1 m | 



© Seleccione el puerto en serie al que esta conectada 
la PT-9200DX y a continuacion haga die sobre el 
boton "Next". 





Select the port that the P-touch is connected Sc. 
Serial Port: 


w 


■iBack | Ne«t> | Cancel | 



© Seleccione la velocidad en baudios deseada y a 
continuacion haga die sobre el boton "Next". 
Normalmente se selecciona "1 1 5.2000 bps"; sin 
embargo, es posible que su ordenador no soporte una 
velocidad en baudios de 1 1 5.200 bps. En este caso, 
consulte el manual de instrucciones de su ordenador y 
seleccione la velocidad maxima posible. 





Select Hie desired baud rate. 
New Baud Rate: 


|1 15200 bps 

|9600 bps | 
57800 bps | 


9 




<Back | Nent> | Cancel | 
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0 Compruebe que la velocidad en baudios ha sido 

cambiada de la forma deseada y a continuacion haga 
die sobre el boton "Next". 
Para cambiar los ajustes, haga clic sobre boton 
"Back", y haga los cambios necesarios. 





Are (he following settings OK? 
Port: 


|PTC0M1: (C0M1: for P-touch) 
New Baud Rate: 




1 115200 bps 

_ 


Bad | | i | "-, -. 



Si el cuadro de dialogo no apareciera automaticamente, 
haga doble clic sobre "My Computer" en el escritorio, 
haga doble clic sobre el icono de la unidad de CD-ROM 
que contenga el CD-ROM, y haga doble clic sobre 
"Ptsetup.exe" para visual izar el cuadro de dialogo. 

0 Haga clic sobre el boton superior (P-touch Editor). 

(1 ) Instalacion del P-touch Editor Version 3.1 

O Instale el P-touch Editor Version 3.1 de acuerdo con el 
procedimiento descritoen Instalacion del P-touch 
Editor Version 3.1 de las paginas 20 a 21 . 

0 Despues de haber terminado la instalacion del P-touch 
Editor Version 3.1 , instale el controlador de impresora 
USB como se describe a continuacion. 



0 Cuando aparezca el cuadro de dialogo mostrando que 
la velocidad en baudios ha sido cambiada de la forma 
especificada, haga clic sobre el boton "Finish". 

0 Si la instalacion del controlador de impresora no esta 
completa, termine de instalarlo. 

• Para una conexion USB: 

Con Plug-and-Play, el ordenador detecta los nuevos disposi- 
tivos conectados al sistema, y sus controladores se instalan 
automaticamente. Si la PT-9200DX esta conectada a traves 
de un puerto USB, su controlador sera instalado con Plug- 
and-Play. Asegurese de leer las instrucciones de instalacion 
descritas mas abajo antes de instalar el archivo suministrado 
en el CD-ROM. 

Tenga especial cuidado cuando instale el controlador de im- 
presora en un ordenador que funcione con Windows® 2000. 



Con Windows® 98: 



La instalacion del software y del controlador de impresora 
debera realizarse en el siguiente orden: 

(1 ) P-touch Editor Version 3.1 

(2) Controlador de impresora USB 

0 Con una instalacion USB, la P-touch no debera ser 
conectada a un ordenador antes de instalar el P-touch 
Editor Version 3.1 . 

^ Asegurese de que la P-touch no esta conectada al 
ordenador, de lo contrario, el P-touch Editor Version 
3. 1 podra no instalarse correctamente. 

0 Introduzca el CD-ROM del P-touch Editor en la 
unidad de CD-ROM del ordenador. Aparecera 
automaticamente un cuadro de dialogo que le 
permitira seleccionar lo que quiera instalar. 
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(2) Instalacion del controlador de impresora USB 

0 En el cuadro de dialogo "Port Selection" que aparece, 
seleccione "USB" y a continuacion haga clic sobre el 
boton "Next". 



=fii 


C ysBi 

C RS-232C 





O Aparecera el cuadro de dialogo "For a USB 

connection". (No haga clic sobre el boton "Finish".) 





I I r I a 1 1 E 

After the Add New Hardware Wizard starts up, click 
Have Disk, and then select 

D:\PT0UCH\DI I EF -HJinh ' 'in9E 
C t click Fii t tH e installation i 




o 






<Back | Finish | Cancel | 





0 Conecte la P-touch al ordenador utilizando el cable 
de interfaz USB, y encienda la P-touch. 

0 Despues de que aparezca el mensaje "Found New 
Hardware", haga clic sobre el boton "Next" en el 
primer cuadro de dialogo "Add New Hardware 
Wizard" que aparezca. 




| ~] Cancel | 



© En el siguiente cuadro de dialogo "Add New 

Hardware Wizard" que le permitira seleccionar el 
modo de buscar el controlador, seleccione "Search for 
the best driver for your device. (Recommended)" y a 
continuacion haga die sobre el boton "Next". 









'"*' Search for the best driver for your device. ! 
[Recommended] 1 

Display a list of all the drivers in a specific 


<Back | Nent> | Cancel | 



© Seleccione solamente "Specify a location" y a 
continuacion haga die sobre el boton "Browse". 



EES 


on your hard drive, and in any of (he following selected 
locations. Click Next to star! the search. 

r Floppy disk drives 
f~ CD-ROM drive 

r Microsoft Windows Update 
W Specify a location: 






Browse... | 







© En el cuadro de dialogo "Brows for Folder" que 
aparece, especifique la carpeta 

"d:\ptouch\driver\pt9200dx\win98" (donde "d:" es el 
nombre de la unidad que contiene el CD-ROM del P- 
touch Editor) y a continuacion haga die sobre el boton 
"OK". 




© Compruebe que en el cuadro "Specify a location" 
aparece la ruta correcta y a continuacion haga die 
sobre el boton "Next". 



© Compruebe que bajo "Location of driver" aparece 
"d:\ptouch\driver\pt9200dx\win98\p---" (donde "d:" 
es el nombre de la unidad que contiene el CD-ROM 
del P-touch Editor) y a continuacion haga die sobre el 
boton "Next". 





Brother PT-9200DX 

Windows is now ready to install the best driver for this 
device. Click Back to select a different driver, or click Nest 

Location of driver: 

D:\PTOUCH\DR1VER\PT9200DX\WIN98\P- 


- 3I i " i 1 1 



Comenzara la instalacion del controlador. 

© En el cuadro de dialogo que le permitira seleccionar 
el puerto USB al que esta conectada la PT-9200DX, 
seleccione "PTUSB: Brother PT/CP USB Port" y a 
continuacion haga die sobre el boton "Next". (Si hay 
dos o mas modelos PT-9200DX conectados a traves de 
sus puertos USB, termine la instalacion, luego cambie 
el puerto a "PTUSB (PT-9200DX-XXXXXXXXX):" 
(donde XXXXXXXXX es el numero de serie).) 




© En el cuadro de dialogo que aparece, que le permite 
confirmar el nombre de la impresora, cambie el 
nombre poniendo el que desee, especifique que esta 
impresora no va a ser la impresora por defecto y a 
continuacion haga die sobre el boton "Finish". 




< B ack cancel | 
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© En el cuadro de dialogo "Add New Hardware 
Wizard" que confirma que la instalacion se ha 
completado, haga die sobre el boton "Finish". 




© En el cuadro de dialogo "USB Connection" que 
confirma que la instalacion se ha completado, haga 
die sobre el boton "Finish". 



Connect the main unit to the computer using a USB 
cable, and then turn on the main unit. 




<Bad | Finrh | Cancel | 



© Extraiga el CD-ROM del ordenador, seleccione "Yes, I 
want to restart my computer now" y a continuacion 
haga die sobre el boton "Finish" para reiniciar el 
ordenador. 



Con Windows® 2000: 



La instalacion debera realizarse en el siguiente orden: 

(1 ) P-touch Editor Version 3.1 

(2) Controlador de impresora 

(3) Controlador de impresora USB 

(4) Monitor de puerto 

O Con una instalacion USB, la P-touch no debera ser 
conectada a un ordenador antes de instalar el P-touch 
Editor Version 3.1 . 

®° Asegurese de que la P-touch no esta conectada a un 
ordenador, de lo contrario, el P-touch Editor Version 
3. 1 podra no instalarse correctamente. 

© Introduzca el CD-ROM del P-touch Editor en la 
unidad de CD-ROM del ordenador. Aparecera 
automaticamente un cuadro de dialogo que le 
permitira seleccionar lo que quiera instalar. 



I r t I nt to install 

r P-touch Editor 




Si el cuadro de dialogo no apareciera 
automaticamente, haga doble die sobre "My 
Computer" en el escritorio, haga doble die sobre el 
icono de la unidad de CD-ROM que contenga el CD- 
ROM, y haga doble die sobre "Ptsetup.exe" para 
visualizar el cuadro de dialogo. 

© Haga die sobre el boton superior (P-touch Editor). 

(1 ) Instalacion del P-touch Editor Version 3.1 

O Instale el P-touch Editor Version 3.1 de acuerdo con el 
procedimientodescritoen Instalacion del P-touch Editor 
Version 3.1 de las paginas 20 a 21 . 

0 Despues de haber terminado la instalacion del P-touch 
Editor Version 3.1 , instale el controlador de impresora 
USB como se describe a continuacion. 

(2) Instalacion del controlador de impresora USB 

© En el cuadro de dialogo "Port Selection" que aparece, 
seleccione "USB" y a continuacion haga die sobre el 
boton "Next". 



tM 

O 


(* iUSB! 
C RS-232C 


<B_ack | Next> | Cancel | 



O Aparecera el cuadro de dialogo "USB Conneciton". 
(No haga die sobre el boton "Finish".) 



Connect the main unit to the computer using a USB 
cable, -and then turn on the main unit. 




© Conecte la P-touch al ordenador utilizando el cable 
de interfaz USB, y encienda la P-touch. 

© Despues de que aparezcan los mensajes "Found New 
Hardware" haga die sobre el boton "Next" en el 
primer cuadro de dialogo "Add New Hardware 
Wizard" que aparezca. 




| Ne-i | Cancel 



14 



© 



En el siguiente cuadro de dialogo "Add New 
Hardware Wizard" que le permitira seleccionar el 
modo de buscar el controlador, seleccione "Display a 
list of the known drivers for this device so that I can 
choose a specific driver", y a continuacion haga die 
sob re el boton "Next". 

®° Asegurese de seleccionar "Display a list of the 
known drivers for this device so that I can choose 
a specific driver". 



nstall Haidwaie D evict 

an operating system. 



ire program that enables a 



9- 



< Back |~ 



^] Cancel | 



© En el cuadro de dialogo que le permitira seleccionar 
el tipo de hardware, seleccione "Printers" y a 
continuacion haga die sobre el boton "Next". 



Hardware Type 



Select a hardware type, ar 



NT Apm/Legac;,' Support 
_ Other devices 
% PCMCIA adapters 
Ports [COM ii LPT] 



#>SCSI and RAID controllers 
4 Sound, video and game cor 
System devices 



En el cuadro de dialogo que le permitira seleccionar 
un controlador, haga die sobre el boton "Have Disk" 



Add Printei Wizaid 



Select the manufacturer and model of 
disk, click Have Disk. If your printer is 
compatible printer. 



Manufacturers: 




Printers: 




IB 

Alps 


=1 


AGFA-AccuSet v52.3 
AGFA-AccuSetSF v52.3 


=1 


Apollo 
Apple 
APS -PS 




AGFA-AccuSet 800 
AGFA-AccuSet 800SF v52.3 
AGFA-AccuSet 800SF v201 3 1 08 




AST 




AGFA ccuSetlOOO 





En el cuadro de dialogo "Install From Disk" que 
aparece, haga die sobre el boton "Browse". 



selected, and then click OK. 



© En el cuadro de dialogo "Locate File" que aparece, 
especifique 

"d:\ptouch\driver\pt9200dx\win2000\ptpro2v.inf" 
(donde "d:" es el nombre de la unidad que contiene el 
CD-ROM del P-touch Editor) y a continuacion haga 
die sobre el boton "Open". 




~zl *• ~ -r im- 



I 



~3 

~3 



Compruebe que en el cuadro "Copy manufacturer's 
files from" aparece 

"d:\ptouch\driver\pt9200dx\win2000" (donde "d:" es 
el nombre de la unidad que contiene el CD-ROM del 
P-touch Editor) y a continuacion haga die sobre el 
boton "OK". 



selected, and then click OK. 



2<J 



D Ptoui h Dri er I tSGOOd i ,2 



En el cuadro de dialogo "Add Printer Wizard" que 
aparece, seleccione "Brother PT-9200DX" y a 
continuacion haga die sobre el boton "Next". 



< Back | Next > ~| Cancel | 
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En el cuadro de dialogo que avisa sobre el cambio de 
controlador, haga die sobre el boton "Yes". 



© 



J[ 



En el cuadro de dialogo que aparece, que le permite 
confirmar el modo en el que va a realizarse la 
instalacion, compruebe que esta se va a realizar de la 
forma deseada y a continuacion haga clic sobre el 
boton "Next". 




I N-i | Cancel 



En el cuadro de dialogo que avisa que no se ha podido 
encontrar una firma digital, haga clic sobre el boton 
"Yes". 



nr. I J ith ind rid I i the 
h It - ii i 1 ted 



© Despues de instalar el controlador de impresora, haga 
clic sobre el boton "Finish". 




Completing the Found New 
Hardware Wizard 



Brother PT-9; 



'Windows has finished installing th 



| Finish | Cancel | 



Despues de haber terminado la instalacion del 
controlador de impresora, instale el controlador clase 
USB como se describe a continuacion. 
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(3) Instalacion del controlador clase USB 

@ Haga clic sobre el boton "Start" en la barra de tareas, 
seleccione "Settings", haga clic sobre "Control Panel" 
y a continuacion haga doble clic sobre "System". 
Haga clic en la ficha "Hardware" y a continuacion 
haga clic sobre el boton "Device Manager". 



General | Network 



Hardware User Profiles Advanced | 



The Hardware wizard help you install uninstall repair 



Hardware Wizard... 



Device Manager 



The Device Manaoer lets all the hardware 
on your computer. Use the Device Managt 
properties of any device. 



D river S igning. . Devi ce Manager. .. | 



~| Cancel | Apply | 



En el cuadro de dialogo "Device Manager", haga clic 
sobre el signo mas junto a "Universal Serial Bus 
controller". Despues seleccione "USB Printing 
Support" y a continuacion seleccione "Properties" en 
el menu "Action" (o haga clic con el boton derecho 
sobre "USB Print Support" y a continuacion seleccio- 
ne "Properties" en el menu que aparece). 



HE B" \S *W 0 X 



_: DVD/CD-ROM drives 
■_j Floppy disk controllers 
-=J Floppy disk drives 
■_j IDE AT A/AT API controller 

Keyboards 
' 2) Me* and other pointing d 
-g Monitors 
Mj Network adapters 
~y Ports (COM & LPT) 
4, Sound, vi 



Bus controllers 




En el cuadro de dialogo "USB Printing Support 
Properties", haga clic en la ficha "General" y a 
continuacion compruebe que aparece "PT-9200DX" 
junto a "Location". 



General | Drl¥er | 

USB Printing Support 



Device type: Universal Serial Bus controllers 
Manufacturer: Microsoft 
Location: PT-9200DX 



T his device is working properly. 



Use this device (enable) 



3 

OK | Cancel | 



© Haga die en la ficha "Driver" y a continuacion haga © Seleccione solamente "Specify a location" y a 
die sobre el boton "Update Driver". continuacion haga die sobre el boton "Next". 



T i il L I driver files loaded for this devi lick Drivei 

i e ii! fou tall the dti er file inilin de ice did Limn tall To upd !e 

ihe d I ><<i <lii I ice clii I Upd ite [in r 



OK | Cancel | 



Where do you want Windows to 



USB Printing Support 



The 'iz in earch In nil bli ri,i er In urn base on iur i input i ind in 

any of the following optional earch location that you pecily 

I I lid llest If i rdiing Hope J I >r CD-ROM drive. 

Optional search locations: 
T Floppy d. I dire- 

CD-ROM drives 
|7 Specify a location 

f~ Microsoft Windows Update 



En el primer cuadro de dialogo "Upgrade Device 
Driver Wizard" que aparece, haga die sobre el boton 
"Next". 



Haga die sobre el boton "Browse", especifique la 
carpeta "d:\ptouch\driver\pt9200dx\win2000\usb" 
(donde "d:" es el nombre de la unidad que contiene el 
CD-ROM del P-touch Editor) y a continuacion haga 
die sobre el boton "OK". 




Welcome to the Upgrade Device 
Driver Wizard 



continue, click Ne 



r's files from: 

D:\PtouchVDri er\ Pt92D0d:.: '■..V./in 2 0 0 □'■..LI S B - j & , .„... . e | 



En el siguiente cuadro de dialogo "Upgrade Device 
Driver Wizard" que le permitira seleccionar el modo 
de buscar el controlador, seleccione "Search for a 
suitable driver for my device. (Recommended)" y a 
continuacion haga die sobre el boton "Next". 
(* Esto es diferente en la instalacion de controlador de 
impresora USB.) 



aidwaie Device Drivers 

vice driver is a software program that enables a hardware 
an operating sy ' 



This wizard upgrades drivers for th 
USB Printing Support 



■er may add functionality to or improve the 



Display a list oi the known diivers for this i: 



| Next > | Cancel | 



© Se buscara una clase de controlador que pueda 
sustituir "USB Printing Support". Compruebe que se 
especifica 

"d:\ptouch\driver\pt9200dx\win2000\usb\ptusb.inf" 
(donde "d:" es el nombre de la unidad que contiene el 
CD-ROM del P-touch Editor) y a continuacion haga 
die sobre el boton "Next". 









Driver Files Search Results 

The wizard has finished searching for driver files for your hardware device. \m 


The wizard found a driver for the following device: 
USB Printing Support 






1 i III driver Wi found, click Next 






^5 D ' pt ,u h dri er pi I III Id ir ' u b ptu b int 






The wizard also found other drivers that are suitable for this device, 
these dii - 1 or install one of these dii - 1 elect tl »- foil rig chei 






Install one of the other drivers 








^ " 1 1 • 1 





Despues de instalar "Brother PTUSB Printing", haga 
die sobre el boton "Finish". 




Completing the Upgrade Device 
Driver Wizard 

Brother PTUSB Printing 
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Aparecera el cuadro de dialogo "Brother PTUSB 
Printing Properties". (Este es igual que el cuadro de 
dialogo "USB Printing Support Properties" previo; sin 
embargo, como la clase de controlador ha sido 
reemplazada, el nombre del cuadro de dialogo ha 
cambiado.) Cierre este cuadro de dialogo y el cuadro 
de dialogo "Device Manager" y a continuacion haga 
die sobre el boton "OK" del cuadro de dialogo 
"System Properties". 



Genera, Driver | 
c ^ c . Brother PTUSB Printing 



Driver Version: 3.0. 0 0 
Digital Signer: Not digitally sic 



To view derails abot 
Details To uninstall 
the drivel files ten thi device 



files loaded for this device, click Driver 

i r 111. 1 « i!n i 1 i! - i In I IJ 11 To upd te 

Update Driver. 



Driver Details'^ Uninstall | Update Driver... | 



Close | Cancel | 



© Despues de haber terminado la instalacion de clase de 
controlador, instale el monitor de puerto como se 
describe a continuacion. 

(4) Instalacion del monitor de puerto 

© Haga die sobre el boton "Start" en la barra de tareas, 
seleccione "Settings", haga die en "Control Panel" y a 
continuacion haga doble die sobre "Printers". Haga 
die con el boton derecho sobre "Brother PT-9200DX" 
y a continuacion quite la marca de verificacion que 
hay junto a "Use Printer Offline". 







J <-Back - - a | ® Search qj Folders ^History | l£ l£ X rjfj | » 




Z] ^Go | 




p,aa printer WSlit 

Printers SEE 




Brother PT-9200DX 

Documents: 0 
Status: Ready 
Model: Brother PT-9200DX 
Waiting Time: 0 

Windows 2000 Suooort 


Printing Preferences,., 


Pause Printing 


Use Printer Offline 


Create Shortcut 
Rename 








//. 



En el cuadro de dialogo "Brother PT-9200DX 
Properties" que aparece, haga die sobre la ficha 
"Ports" y a continuacion haga die sobre el boton "Add 
Port". 






J File Edit View Favorites Tools Help 






J ^Back - ■+ - El S Search -Lj Foyers 


jHlst 


<Y | I£ <E X « | » 


Address \_£ Printers 






^ . JL 


Open r^^ 


Printers 


M 


V iet as Default Printer 


Brother PT-9200DX 

Documents: 0 




Cancel All Documents 


Status: Ready 












Model: Brother PT-9200DX 
Waiting Time: 0 










Properties 


Windows 2.001 






g Do not connect to the selected printers. 



© Haga die con el boton derecho sobre "Brother PT- 
9200DX" otra vez y a continuacion seleccione la 
orden "Properties". 



© En el cuadro de dialogo "Printer Ports" que aparece, 
haga die sobre el boton "New Port Type". 

Standard TCP/IP Port 



New Port Type,,, | | New Port,,, ] Cancel | 



© En el cuadro de dialogo "Installing Print Monitor" que 
aparece, haga die sobre el boton "Browse", especifi- 
que la fichero 

"d:\ptouch\driver\pt9200dx\win2000\usb\port\monitor.inf 
(donde "d:" es el nombre de la unidad que contiene el 
CD-ROM P-touch Editor), haga die en el boton 
"Open" (abrir), y despues en el boton "OK" (aceptar). 




! ','pe lire path ' 'here the file i located and then clii I 
OK. 



Copy files from: 
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© En el cuadro de dialogo "Available port types", 
selecione "Brother P-touch USB Port" y a continua- 
cion haga die sobre el boton "New Port". 




Ne-.' Pol t Vpe. .. | | NevPo.t ... | :=.r,:d | 



© Cuando aparezca "Automatical ly adds if the product is 
connected", haga die sobre el boton "OK". 



© Cierre el cuadro de dialogo "Printer Ports". 

© En el cuadro de dialogo "Brother PT-9200DX 
Properties" que aparece, compruebe que hay una 
marca de verificacion junto a PTUSB (PT-9200DX- 
XXXXXXXXX):" (donde XXXXXXXXX es el numero de 
serie) y a continuacion haga die sobre el boton "Close". 

®° Asegurese de seleccionar el puerto que tenga el 
mismo numero de serie que el de la P-touch, 
porque de lo contrario la impresion no se podra 
realizar debidamente. El numero de serie aparece 
escrito de por encima del codigo de barras en la 
etiqueta plateada adherida en la parte inferior de 
la P-touch. 



flllililM.MIlill^^f : _?jxj 



Color Management 


Security Device Settings 
Pn, ts 1 


Brother PT-9200DX 


Innl to the following port(s). Doer, 


merit:? will print to the tirst free 


Port 


I Description | Printer - 


□ COM2: 


Serial Port 


~ 1 1" "H I ' 


Serial Port 


□ COM4: 


Serial Port 


□ FILE: 


Print to File 


□ usbolu 





Add Port... | Delete Port | Configure Port... | 

F Enable bidirectional support 



| Close | Cancel | Appier | 



En el cuadro de dialogo "USB Connection", haga 
sobre el boton "Finish". 



D \PTOUCH\Drivw\PT9200K :Vwin2000 



Do not click Finish until the installation is finished. 



< Back | ; Finish ~T| Cancel 



© En el cuadro de dialogo "Setup Complete" que 
confirma que la instalacion se ha completado, 
seleccione "Yes, I want to restart my computer now" y 
a continuacion haga die sobre el boton "Finish" para 
reiniciarel ordenador. 



Instalacion del P-touch Editor Version 3.1 
(para Windows® 95/98/NT 4.0/2000) 



v Antes de instalar el P-touch Editor Version 3. 7, asegure- 
se de leer las instrucciones para la conexion de puerto 
en serie o puerto USB para su si sterna operativo. 

Instale el P-touch Editor Version 3.1 como se describe a 
continuacion. 

O Introduzca el CD-ROM del P-touch Editor en la 
unidad de CD-ROM del ordenador. Aparecera 
automaticamente un cuadro de dialogo que le 
permitira seleccionar lo que quiera instalar. 




Si el cuadro de dialogo no apareciera 
automaticamente, haga doble die sobre "My 
Computer" en el escritorio, haga doble die sobre el 
icono de la unidad de CD-ROM que contenga el CD- 
ROM, y haga doble die sobre "Ptsetup.exe" para 
visualizar el cuadro de dialogo. 

Haga die sobre el boton superior (P-touch Editor). 

En el cuadro de dialogo que le permite seleccionar el 
modelo, haga die sobre el icono PT-9200DX. 




Select the desired model 



< Back | Cancel | 



Se iniciara el asistente "InstallShiel® Wizard" para 
instalar el software del P-touch Editor y a continuacion 
aparecera el cuadro de dialogo "Welcome". 



P-touch Editor 3 1 CD US Setup is preparing the 
Installs hield'S Wizard which will guide you through the r* 
of (he setup process. Please wait. 



O Lea atentamente el contenido del cuadro de dialogo y 
a continuacion haga die sobre el boton "Next" para 
continuar. 




WARNING: This program is protected by copyright law and 



Unauthorized reproduction or^distribution of this program, or any 
will be prosecuted to the maximum extent possible under law. 



E 



En el cuadro de dialogo "User Information", ingrese la 
informacion necesaria en los cuadros apropiados y a 
continuacion haga die sobre el boton "Next". 
Si la informacion ya ha sido registrada en Windows®, 
esta aparecera en los cuadros apropiados. 




Aparecera un cuadro de dialogo preguntandole que 
confirme la informacion ingresada. Haga die sobre el 
boton "Yes" para registrar la informacion ingresada. 
Para cambiar la informacion, haga die sobre el boton 
"No" y a continuacion cambiela. 



You have provided the following registration ml 



Is this registration information c 



J 



O En el cuadro de dialogo "Setup Type", seleccione el 
metodo de instalacion y a continuacion haga die 
sobre el boton "Next". 




Click the type of Setup you prefer, then click Nf 



f~" Compact Program will be installed with 



C:\ProgramFiles\brother\Ptouch31 



Browse... | 
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Para una instalacion "Typical" o "Compact" 

Al seleccionar 'Typical" o "Compact", y a continua- 
cion hacer die sobre el boton "Next", comenzara 
inmediatamente la instalacion. 




Si se puede hacer die sobre el boton "Change" mientras se 
selecciona una opcion, se podran seleccionar 
subcomponentes. Haga die sobre el boton "Change" para 
visualizar el cuadro de dialogo "Select Sub-components" y 
a continuacion seleccione los subcomponentes que desee 
instalar poniendo una marca de verificacion junto a ellos. Si 
ciertas opciones o subcomponentes no estan instalados, al- 
gunasfunciones del P-touch Editor podran no estar disponi- 
bles. Una vez seleccionados los subcomponetes deseados, 
haga die sobre el boton "Continue". 

2) Haga die sobre el boton "Next" para comenzar la 
instalacion. 




Typical: Se instalan todas las opciones basicas (P-touch 
Editor Version 3.1 , clips de arte, planti Mas Auto 
Format, Ayuda, y 1 3 fuentes). 

Compact: Solamentese instalael P-touch Editor Version 3.1 . 



© Despues de instalar el P-touch Editor, aparecera un 
cuadro de dialogo que le permitira seleccionar si 
quiere o no instalar el controlador de impresora. 
Para instalar el controlador de impresora, haga die 
sobre el boton "Yes". 

Si el controlador de impresora ya esta instalado, haga 
die sobre el boton "No", extraiga el CD-ROM del 
ordenador y a continuacion reinicie el ordenador. 



• Para una instalacion "Custom" 

Al seleccionar "Custom" aparecera un cuadro de 
dialogo que le permite seleccionar las opciones que 
quiera instalar. Solamente se instalaran las opciones 
que tengan una marca de verificacion junto a ellas. 
Ademas de las opciones basicas listadas para una 
instalacion "Typical", tambien se puede instalar la 
Guia de Usuario. 




1) Seleccione las opciones que quiera instalar y a 
continuacion haga die sobre el boton "Next". 

Editor: El software P-touch Editor Version 3.1 

Clip Art: Las ilustraciones para la funcion Clip 

Art del P-touch Editor Version 3.1 
Font: Las 1 3 fuentes 

Auto Format Templates: Las planti I las para la funcion de 

autoformato 

User's Guide: La Guia de Usuario (HTML) para el 

P-touch Editor Version 3.1 
La Guia de Usuario tambien se pue- 
de ver desde el CD-ROM. 

Help: Los archivos de ayuda para el P- 

touch Editor Version 3.1 
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Instalacion del P-touch Editor 
Version 3.1 (para Macintosh®) 

Siga el siguiente procedimiento para instalar el software P- 
touch Editor en un Mac. 

Compruebe que la configuracion de su sistema cumple los 
requisitos siguientes: 

Ordenador: Macintosh o Power Macintosh 

Sistema operativo: 
Interfaz en serie: 

Macintosh® equipado con un procesador PowerPC 
y un puerto en serie (modem o impresora), y 
funcionando con Mac OS 8.1 o posterior 
Interfaz USB: 

Macintosh® equipado con un puerto USB y 
funcionando con Mac OS 8.5.1 o posterior 

* Para poder utilizar dispositivos USB, para iMac 
funcionando con Mac OS 8.1 debera instalarse 
la actualizacion "Update 1 .0", y para iMac 
funcionando con Mac OS 8.5 debera instalarse 
la actualizacion "Update 1 .1 " . 

* La aplicacion se suministra en un CD-ROM y, 
por lo tanto, el ordenador debera tener una 
unidad de CD-ROM. 

Espacio libre en disco duro: Como mmimo 20 MB 

®° Puede que sean necesarios unos cuantos centena- 
res de megabytes adicionales de espacio libre en 
el disco duro cuando se impriman etiquetas largas 
o grandes cantidades de datos. 

Puerto: En serie o USB 

Memoria disponible: Como mmimo 24 MB 

Unidad de CD-ROM 

Con el CD-ROM suministrado, se puede instalar lo siguiente: 

• P-touch Editor Version 3.1 

• Controlador de la impresora PT-9200DX 



• P-toucH Editor Ver3. 1 # 

P-touch Editor is an application that gives 
you a variety of designing possibilities for 
creating labels and stamps. 




Start fljj the iriSMBr, send then follow the 

* If the primer driver is not yet installed , 
instead of restarting Che computer after 
iristelling: die P-touch Editor, start up the 

Cm rlnstalle] rid _n_i LLth ] ■ Eh 

printer that you will he using . 










or iMac 

Operatiae system: System 7.5.3 or later 
Available ncnorr. Minimum 24MB Lr 


( Custom Install... 


I Quit I 



Al hacer die sobre el boton "Install" comenzara 
inmediatamente la instalacion de las opciones mas 
basicas. (Algunas ilustraciones de los clips de arte no 
se instalaran.) 

Para comenzar la instalacion se necesitan unos 20 MB 
de espacio libre en el disco duro. Para poder instalar 
todas las opciones, se necesitan unos 1 20 MB de 
espacio libre en el disco duro. Si hay disponible 
suficiente espacio en el disco duro, haga die sobre el 
boton "Install". 

Al hacer die sobre el boton "Custom Install" se 
visualizara un cuadro de dialogo que le permitira 
seleccionar las opciones que quiera instalar. 
Seleccione solamente las opciones que quiera instalar 
y a continuacion haga die sobre el boton "Install". 



labels an 
Installation 



* If the printer driver is not yet installed., 
instead of restarting the computer after 
installing the P-touch Editor, start up the Driver 
Installer and tasted] the driver for the printer that 
you will be using. 

System Requirements 

Coimptiter: Macintosh , Power Macintosh or 



BP-touch Editor Ver3.1 
0 Fonts 

□ Auto Format Templates 

□ Clip Art 




Cuadro de dialogo que aparece si hace die sobre el 
boton "Custom Install" 



Instalacion del P-touch Editor Version 3.1 @ 

| Conecte la PT-9200DX al Macintosh® utilizando el 
cable de interfaz suministrado. Asegurese de dejar 
apagada la PT-9200DX. 

| Encienda el Macintosh. 

| Introduzca el CD-ROM del P-touch Editor en la 
unidad de CD-ROM del ordenador. 

) Haga doble die sobre el icono "P-touch Editor 3.1 
Installer" en la carpeta que aparece. 




Despues de iniciarse el instalador, seleccione el 
metodo de instalacion. 
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Comenzara la instalacion. 



I P-toucH Editor Ver3 1 ( 



P-touch Editor is an application that gives 
you a variety of designing possibilities for 
creating labels and stamps. 



Start up the installer, * 



) c 



i 



O Cuando termine la instalacion y aparezca el siguiente 
cuadro de dialogo, haga die sobre el boton "Quit". 



r. Click CONTINUE t( 



mj [1 Quit )) 



© Cuando aparezca el cuadro de dialogo, preguntando- 
le si quiere reiniciar el ordenador, haga die sobre el 
boton "Quit" para continuar e instalar el controlador 
de impresora. 



• ... I Please restart your Macintosh before 
Ll^y using any of the installed items. 

[ Quit | [[ Restart j | 



• Instalacion del controlador de la 
impresora PT-9200DX 



O Haga doble die sobre el icono "Driver Installer" en la 
carpeta del P-touch. 



□ 


Q p- touch 




B 




Read Me 




1 





© Despues de iniciarse el instalador, haga die sobre el 
boton "Select Driver". 



© Despues de reiniciarse el ordenador, encienda la P- 
touch. 

• Para seleccionar la impresora 



O Despliegue el menu Apple y seleccione "Chooser' 
para visualizar la ventana "Chooser". 

J File Frtit vie W specii 
About This Computer 

AirPort 
© Apple DVD Player 

Apple System Profiler 
g Calculator 

tjj Control Panels ► 
Favorites ► 
0 FaxStatus 
□j Keycaps 

O Macintosh HD ► 
[jfl Network Browser 
[j^ Remote Access Status 
(H Scrapuook 

Sherlock 2 
^ Speakahle Items ► 

Stickles 



This program can install the driver fox any 
of the various printers that can be used with 
the P-touch Editor. 

Installation 



To select the driver: 

la the dialog box that allows you to select 
the model, click Hie button for the desired 
model, and 'ten click te Install button. 

System Requirements 



Coafattr: Macintosh, Power Macintosh 
or Mac 

Operating system: System. 7 5.3 or late 
AyaiiaMe mD^ Minrmran 24MB 
Available hard-disk space: Miidrrrom 
20MB 

r TT in r iV 



En el cuadro de dialogo que aparece, seleccione "PT- 
9200DX(USB)" (para una conexion a puerto USB) o 
"PT-9200DX(Serial)" (para una conexion a modem o a 
puerto de impresora). Se instalaran los controladores 
de impresora que tengan una marca de verificacion 
junto a el los. 

Luego, haga die sobre el boton "Install". 



Computer: Macintosh, Pow Macinwsh or 

Opera is --, • fe> 1 
Available memory: Miriiinum 24MB 
AYailaljle Maid-disk space: Miriimum 
20MB 

-• Howe r. Ore FT-9SC0PX requires the 



EJFT-9200DX(US6) 

□ PT-9200D);'(Serial) 

□ PT-2400/2410 

□ PT-2500PC 

□ PT-9200PC 



O Comenzara la instalacion. Cuando termine la instala- 
cion y aparezca el siguiente cuadro de dialogo, haga 
die sobre el boton "Quit". 



not installed, 
k CONTINUE to 



[ Continue ) | [ Qi 



Cuando aparezca el cuadro de dialogo, preguntando- 
le si quiere reiniciar el ordenador, haga die sobre el 
boton "Restart" para reiniciar el ordenador. 



En la lista de la izquierda, haga die sobre el icono 
"PT-9200DX(USB)" (para una conexion a puerto USB) 
o el icono "PT-9200DX(Serial)" (para una conexion a 
modem o a puerto de impresora). Luego seleccione el 
controlador de impresora apropiado. 



Si ha seleccionado PT-9200DX(Serial), haga die 
sobre el icono para el puerto enlazado con la PT- 
9200DX(Serial) en la lista de la derecha. 




O Cierre la ventana "Chooser" para confirmar su 
configuracion. 
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Desinstalacion del software 

Desinstale el P-touch Editor Version 3.1 y el controlador de 
impresora de la forma indicada a continuacion. 

• Desinstalacion del P-touch Editor 
Version 3.1 (paraWindows®95/98/NT4.0/2000) 

O Inicie Windows® 95/98/NT 4.0/2000. 

© Haga die sobre el boton "Start" en la barra de tareas, 
seleccione "Settings" y a continuacion haga die sobre 
"Control Panel". 

© En la ventana de "Control Panel", haga doble die 
sobre "Add/Remove Programs". 

© En el cuadro de dialogo "Add/Remove Programs 
Properties", seleccione "P-touch Editor 3.1 " y a 
continuacion haga die sobre el boton "Add/Remove". 



Install/Uninstall | Windows Setup | Startup Disk | 



| Install... ~| 



The following software can be automatically removed by 
'Windows. T o remove a program or to modify its installed 
components, select it from the list and click 
Add/Remove. 




Aparecera un mensaje, preguntandole si desea borrar 
la aplicacion seleccionada. Haga die sobre el boton 
"Yes" para borrarla. Si no desea borrarla, haga die 
sobre el boton "No". 



/s 'P-touch Editor 3.1' 



© En el cuadro de dialogo que aparece, indicandole que 
la aplicacion ha sido borrada, haga die sobre el boton 
"OK". 



Remove Piograms Fiom Yo 

M 

\w 


from your computer. Please wait while each of the following 
components is removed... 

if Shared program files... 
c' Standard program files . 

V Folder items... 

V Program folders... 

V Program directories... 

* Program registry entries. . 




Uninstall successfully completed. 



• Desinstalacion del controlador de 
impresora (paraWindows® 95/98/NT 4.0/2000) 

O Inicie Windows® 95/98/NT 4.0/2000. 

© Haga die sobre el boton "Start" en la barra de tareas, seleccio- 
ne "Settings" y a continuacion haga die sobre "Printers". 

© En la ventana "Printers", haga con el boton derecho 
sobre el icono de impresora "Brother PT-9200DX". 




© Haga die sobre la orden "Delete" en el menu que 

aparece. 

File Edit 



File Edit View Help 



a <* * a 


Add Printer Apple ^ Open 


Deletes the selected items 


Purge Print Jobs 
Set As Default 




Create Shortcut 

Rename 

Properties 



Aparecera un mensaje, preguntandole si desea borrar el 
controlador de impresora seleccionado. Haga die sobre 
el boton "Yes" para borrarlo. Si no desea borrarlo, haga 
die sobre el boton "No". 




• El controlador de impresora tambien se puede borrar 
insertando el CD-ROM del P-touch Editor en la 
unidad de CD-ROM del ordenador, y a continuacion 
haciendo die sobre el boton inferior (Controlador de 
impresora) en el cuadro de dialogo que aparece, que 
le permite seleccionar lo que desee instalar. 

• Borrado del P-touch Editor Version 3.1 y el 
controlador de impresora (para Macintosh©) 

Borre el P-touch Editor Version 3.1 y el controlador de impre- 
sora como se describe a continuacion. 
^ Cuando borre el controlador de impresora, asegurese de 
que la P-touch este apagada y desenchufada. 

© En la carpeta "System Folder", abra la carpeta "Extensions". 

© Arrastre el icono "PT-9200DX(USB)" y el icono "USB 
PT-9200PC Extension" (para una conexion a puerto USB) 
o el icono "PT-9200DX(Serial)" (para una conexion a 
modem o a puerto de impresora) hasta el icono "Trash". 

© En la carpeta "System Folder", abra la carpeta "Preferences". 

© Arrastre el icono "PT-9200DX(USB) Prefs" (para una 
conexion a puerto USB) o el icono "PT-9200DX(Serial) 
Prefs" (para una conexion a modem o a puerto de 
impresora) hasta el icono "Trash". 
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Utilization del P-touch Editor 

La aplicacion P-touch Editor faci I ita a cualquier usuario el diseno y la impresion de etiquetas para casi cualquier necesidad imaginable. 

Activacion del P-touch Editor 



En un ordenador compatible con PC de IBM: 

• Haciendo die sobre el icono P-touch Editor: 
Haga doble die sobre el icono "P-touch Editor 3.1 " en la ventana del grupo "P-touch Editor 3.1 ". 

• Con el boton "Start": 
O Haga die sobre el boton "Start" en la barra de tareas para visualizar el menu de inicio. 
© Seleccione "Programs". 
© Seleccione "P-touch Editor 3.1 ". 
O Haga die sobre "P-touch Editor 3.1 ". 

• Con el Explorador de Windows: 
O Active el explorador de Windows. 

© Seleccione la unidad y el directorio donde haya instalado el P-touch Editor. 

© Haga doble die sobre "Ptedit3.exe". 

Una vez iniciado el P-touch Editor, se visualizara la pantalla siguiente. 

o ^ ^Fff™^!^^ Barra de titulo 

Barra de menus ™" 

Barra de herramientas 
estandar 

Banco de propiedades 

Area de composicion 

Area de impresion 

Barra de herramientas 
dedibujo 

Banco de objetos 
Barra de estado 




En un ordenador Mac: 

• Haga doble die sobre el icono "P-touch Editor Ver.3.1 " en la carpeta "P-touch Editor Ver.3.1 " instalada en el ordenador. 
Una vez inicializado el P-touch Editor, se visualizara la pantalla siguiente. 

Area de composicion Barra de titulo 

Reglas Area de impresion 

Barra de menus 



Barra de herramientas 
dedibujo 
Barra de herramientas 
de impresion 
Barra de herramientas 
de la base de datos 




Barra de Banco de Banco de 
estado objetos propiedades 
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Diseho de una composicion a partir de una plantilla de autoformato 

Ademas de permitirle trazar dibujos y organizar el texto empleando cualquiera de las fuentes, tamanos y estilos disponibles, 
El P-touch esta provisto de gran numero de planti I las preformateadas gracias a las cuales la creacion de composiciones para 
etiquetas se convierte en algo rapido y facil. Pasemos a ver lo simple que resulta crear la composicion de una etiqueta con 
la orden [Auto Format]. 

En un ordenador compatible con PC de IBM: 

O Seleccione la orden [Auto Format] en el menu [File] para activar el 
asistente "Auto Format Wizard". 

© En el cuadro de "Category:" seleccione la categona que contenga la 
plantilla de "Auto Format" que desee utilizar. Como ejemplo, vamos a 
utilizar "NAMEPLT". 

© Haga die sobre el boton "Next". 




© En la lista de "Template:" seleccione la plantilla que quiera utilizar. 
En este caso, seleccionaremos una plantilla llamada NAMEPLT2.LBL. 

0 Haga die sobre el boton "Next". 



Which template would you like t 



LBI CORP. *t1B 

Mike Barkley 



ROBERT % 
HUTCHINSON ? 



MIKE BflRKLEY 



I HELEN HANNA 



© Haga die sobre los botones "Next" o "Previous" hasta que aparezca el 
texto que desee modificar en el cuadro de edicion "Input:". 

© Modifique el texto con objeto de obtener el resultado deseado. 

© Repita los pasos © y © hasta haber introducido todo el texto del modo 
deseado y a continuacion haga die sobre el boton "Next". Para este 
ejemplo, vamos a cambiar el nombre del departamento por 
"IMPORTS, INC", el titulo por "Manager" y el nombre por "BILL 
REYNOLDS". 



© Compruebe que la composicion contiene el texto que desee utilizar. 



© Haga die sobre el boton "Finish". Se creara un nuevo documento de 
composicion que contenga el texto preformateado. 



je the text, click (he text thai you would like i. 



C:\Progiam FilesSbrothei\Rouch3SFormaftPT9200PCWAMEPLT\NAMEPLT2.LBL 



[ 



Manager 

ROBERT 
HUTCHINSON 



] 




BILL 
REYNOLDS 



-f 
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En un ordenador Macintosh: 

O Seleccione la orden [Auto Format] en el menu [File] para visualizar el 
cuadro de dialogo "Auto Format". 

© En el cuadro de la lista "Category:" seleccione la categona que contenga 
la plantilla que desee utilizar. Para este ejemplo, vamos a utilizar "shop". 

© En el cuadro de la lista de "Template:" seleccione la plantilla que 
quiera utilizar. En este caso, seleccionaremos una plantilla llamada 
"shop3.lbl". 

O Haga die sobre el boton "OK". Se creara una nueva composicion que 
contenga el texto preformateado seleccionado y se visual izara el 
cuadro de dialogo "Auto Text". 

0 Haga die sobre los botones "Next" o "Previous" hasta que aparezca el 
texto que desee modificar en el cuadro de edicion "Input:". Aqui ya se 
visualiza la primera linea del texto que deseamos modificar: 
"CAMERA". 

© Modifique el texto con objeto de obtener el resultado deseado. 
Podemos empezar cambiando el nombre del producto por "VCR". 

O Repita los pasos © y © hasta haber introducido todo el texto del modo 
deseado y a continuacion sobre el boton "Next". Para este ejemplo, 
vamos a terminar la edicion del texto cambiando el precio original por 
"$41 5" y el precio de venta por "$215". 

© Haga die sobre el boton "Close". El texto de la composicion queda 
sustituido por el texto recien introducido. 




Attribute: Layout file - 1 19 mm X le mm 



f^T*TSI^ SAYES2M >-*f 



.11111 



Attribute: [ Price 




Importation de un archivo de graficos 

Con laaplicacion del P-touch Editor tambien puede importar archivos deimagenes dedistintosformatos (.bmp, .dib, .jpg, 
.ico, y .wmf en el PC o PICT, JPEG, TIFF y BMP en el Mac) en su composicion. 

© Con un documento de composicion visualizado, seleccione la orden [Image] del menu [Insert] (en el software del 
PC) o el menu [Object] (en el software de Mac). Aparecera un cuadro de dialogo que le permitira seleccionar el 
archivo de imagen. 



Cuando utilice el P-touch Editor para el PC: 

Look in: | 3U Floppy (A:) jj] JS| £jo] [j|F fjfj 



Cuando utilice el P-touch Editor para el Mac: 



I Flesource.frk 

m Winter.JPG 



File name: |Sunset.tif | Open 

Files of type: |AII Image Files[;^brnp;ldib, : \[pg;'-gif;' : 1[f;\ico. w \ Cancel 



[□ Pics $ ] 



Q Desktop 
QOpenFolderListDF 

B Winter.JPG 



Eject 



Desktop 



Open 



Seleccione el archivo de graficos que desee anadir a la composicion y 
haga doble die sobre el mismo. La imagen aparecera en la composicion. 
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Lectura de la Guia de Usuario 

La Guia de Usurario del P-touch Editor puede leerse introduciendo el CD-ROM en su unidad siempre que desee remitirse al 
mismo o instalandola en el disco duro de modo que pueda acceder a el la rapidamente. Dado que la Guia de Usuario es un 
documento HTML, es necesario un navegador para poder leerlo. Si no tiene instalado el Internet Explorer, puede instalarlo 
bajandolo de Internet. 

^ La Guia de Usuario del P-touch Editor puede leerse utilizando otros navegadores, sin embargo, puede que 
algunas paginas no se visualicen correctamente. 



Lectura de la Guia de Usuario del P-touch Editor 

O Si no se ha instalado la Guia de Usuario en el disco duro del ordenador, introduzca el CD-ROM del P-touch Editor en 
la unidad de CD-ROM. 

@ Inicie la Guia de Usuario. 

En un ordenador compatible con PC de IBM: 

• Haciendo die sobre el icono P-touch Editor: 

Haga doble die sobre el icono "The User's Guide PT-9200DX" en la ventana del grupo "P-touch Editor 3.1 ". 

• Con el boton "Start": 

(a) Haga die sobre el boton "Start" en la barra de tareas para visualizar el menu de inicio. 

(b) Seleccione "Programs". 

(c) Seleccione "P-touch Editor 3.1 ". 

(d) Haga die sobre "The User's Guide PT-9200DX". 

• Con el Explorador de Windows: 

(a) Active el explorador de Windows. 

(b) Seleccione la unidad de CD-ROM (si la Guia de Usuario no esta instalada en el disco duro) o seleccione la 
unidad y el directorio donde haya instalado el P-touch Editor (si la Guia de Usuario esta instalada en el disco 
duro). 

(c) Haga doble die sobre "Main. htm" en la carpeta "Manual". 
En un ordenador Macintosh: 

• Haga doble die sobre "Main. htm" en la carpeta de "User's Guide" de la carpeta "P-touch" del CD-ROM (si la 
Guia de Usuario no esta instalada en el disco duro) o de la carpeta "P-touch Editor Ver.3.1 " instalada (si la Guia 
de Usuario esta instalada en el disco duro). 
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Utilization de la PT-9200DX 



Una vez disenada la composicion de la etiqueta mediante la aplicacion del P-touch Editor, puede imprimirla para hacer una 
etiqueta. 

Instalacion del casete de cinta 

O Presione el boton de apertura de la cubierta y levante la cubierta del 
compartimiento de la cinta. 




© Si utiliza una casete de cinta nueva, en primer lugar quite el tapon. 
(Algunos casetes de cinta pueden no tener reten.) Asegurese tambien 
de que el extremo de la cinta no se saiga de las guias de la cinta. 



Extremo de la cinta 








Guias de la cinta 





© Introduzca con firmeza la casete de cinta en el compartimiento, 



asegurandose de que toda la parte posterior de la casete toca el fondo 
del compartimiento. 

®° Cuando introduzca la casete de cinta, asegurese de que la cinta de 
tinta no queda atrapada en la esquina de la gufa metalica. 

Asegurese de no tocar el cabezal de impresion. 




© Cierre la cubierta del compartimiento de la cinta y a continuacion 
presione el boton ON/OFF para encender la PT-9200DX. 
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© Una vez que el boton ON/OF se haya encendido en verde, presione el 
boton FEED/CUT una vez para tensar la cinta y cortar la parte 
sobrante. 



Impresion de una etiqueta 

O Encienda la PT-9200DX e inicie el ordenador. 

0 Active el P-touch Editor y asegurese de que se ha seleccionado como impresora a la "PT-9200DX" en el cuadro de dialogo 
"Print Setup" (de la orden de [Print Setup] en el menu [File] del software del PC) o en el "Chooser" (cuando se utilice el 
software de Mac). 

© En la configuracion "Size" de "Page Properties", seleccione el tamano 
deseado de la etiqueta y a continuacion disene su composicion de la 
misma. 



O Haga die sobre la orden [Print] del menu [File], seleccione la configuracion deseada en el cuadro de dialogo de 
"Print" y a continuacion sobre el boton "OK". El boton ON/OFF de la PT-9200DX parpadeara en verde mientras recibe 
los datos. Cuando la etiqueta se ha impreso, sale por la ranura de salida de cinta y queda cortada automaticamente si 
previamente se ha seleccionado la opcion "Auto Cut". 

®° Si se selecciono la opcion "HaliCut", presione una vez el boton 
FEED/CUT para cortar la etiqueta. 

Cuando imprima copias multiples de etiquetas, puede disminuir la 
velocidad de impresion para mantener una resolucion elevada. 
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ggj | Normal Format 




~3 m I 








iUQ:|i» 




S : l° 16 " 3 




Mantenimiento 



Limpieza del cabezal de impresion y del rodillo 



La aparicion de una Imea horizontal en bianco a lo largo de la etiqueta impresa indica que el cabezal de impresion y el 
rodillo estan sucios. Limpie el cabezal de impresion y el rodillo de acuerdo con el siguiente procedimiento. 

O Apague la PT-9200DX. 

© Abra la cubierta del compartimiento de la cinta. 

© Extraiga la casete de cinta si esta instalada. 

© Utilice un pal i Mo de algodon para frotar suavemente arriba y abajo a lo largo del cabezal de impresion rodillo. 

0 Introduzca la casete de cinta y a continuacion cierre la cubierta del compartimiento de la cinta. 



Precaucion: Tenga cuidado de no tocar la cuchilla que hay junto al cabezal de impresion y del rodillo cuando los 

limpie. Ademas, no intente limpiar el cabezal de impresion inmediatamente despues de imprimir porque 
podra quemarse. 

* La limpieza puede hacerse mucho mas facilmente empleando la casete de limpieza de cabezales de impresion 
opcional (TZ-CL6). 
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Seguimiento del estado de la P-touch 

Usted puede conocerel estado de la PT-9200DX observando lacondicion de iluminacion del boton de alimentacion "ON/OFF". 



Estado de la PT-9200DX 



Condition de iluminacion del boton de alimentacion 


Descripcion/Solucion 


Encendido en verde 


• La P-touch esta funcionando normalmente y esta en espera. 


Parpadeando en verde 


• La P-touch esta recibiendo correctamente datos del ordenador. 


Encendido en naranja 


• Mientras estaba en espera, la P-touch detecto que la casete de cinta no estaba 
introducida correctamente. Introduzcala correctamente. La impresion comen- 
zara cuando introduzca correctamente la casete de cinta. 

• La cubierta del compartimiento de la cinta no esta completamente 
cerrada. Cierrela completamente. 


Parpadeando en naranja 


• Mientras recibia datos, la P-touch detecto que la cubierta del compar- 
timiento de la cinta no estaba completamente cerrada o que estaba 
abierta. Cierrela completamente. La impresion comenzara cuando cie- 
rre completamente la cubierta del compartimiento de la cinta. 


Parpadeando en rojo 

(Corrija el problema, y despues intente 

imprimir otra vez.) 


• Mientras imprimia, la P-touch detecto que no habia introducida una 
casete de cinta o que esta se habia terminado. Introduzca una casete 
de cinta o sustituyala. 

• Antes o durante la impresion, ha sido abierta la cubierta del comparti- 
miento de la cinta. Cierre la cubierta. 

• Haocurrido un error en latransmision de datos. Transcurridos unos cinco 
segundos, la P-touch retornara al modo de espera (el boton de alimenta- 
cion se encendera en verde). 


Encendido en rojo 

(Corrija el problema, y despues intente im- 
primir otra vez.) 


• Apague la P-touch, y despues enciendala otra vez. 

Si el boton de alimentacion continua encendiendose en rojo, 
contacte con su representante de mantenimiento. 
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Solution de problemas 



Si piensa que la P-touch no esta imprimiendo correctamente, pero no puede determinar el problema con la condicion de 
iluminacion del boton de alimentacion, refierase a la siguiente lista de posibles problemas y realice las operaciones necesarias. 



Problema 


Causa 


Solucion 


La P-touch no 
imprime. 

Se indica un error de 
impresion. 


• El cable de interfaz esta flojo. 

• La casete de cinta no esta in- 
sertada correctamente. 

• La cubierta del compartimien- 
to de la cinta esta abierta. 


Compruebe que el cable de interfaz esta conectado correctamente, 
que la casete de cinta esta instalada correctamente, y que la cubierta 
del compartimiento de la cinta de cinta esta cerrada. 


Aparece cinta a rayas 
durante la impresion. 


Se ha terminado la cinta del 
casete. 


Introduzca una casete de cinta nueva y despues bien presione el 
boton FEED/CUT, o bien apague la P-touch y despues enciendala 
otra vez. 


El boton de alimenta- 
cion no se enciende ni 
parpadea. 


El cable de alimentacion esta flo- 
jo. 


Compruebe que el cable de alimentacion esta conectado correcta- 
mente. Si el boton de alimentacion todavfa no se enciende ni parpa- 
dea, contacte a su representante de mantenimiento. 


Aparece una linea ho- 
rizontal en bianco a lo 
largo de la etiqueta im- 
presa. 


El cabezal de impresion y el rodi- 
1 lo estan sucios. 


Limpie el cabezal de impresion y el rodillo de acuerdo con el proce- 
dimiento descrito en "Limpieza del cabezal de impresion y del rodi- 
llo" en la pagina 31 . 


Aparece un error de 
transmision de datos 
en el ordenador. 


El puerto seleccionado es inco- 
rrecto. 


Windows 

En "Print to the following port" del cuadro de dialogo de "Properties", 
seleccione "PTUSB:" para una conexion USB o "PTCOMn:" (donde 
"n" es 1 si la P-touch esta conectada al puerto COM1 del ordenador, 
o 2 si esta conectada al puerto COM2 del ordenador) para una 
conexion en serie.* 
Mac 

Para una conexion en serie, seleccione en el "Chooser" el puerto al 
que este conectada la P-touch. 




Las velocidades en baudios del 
ordenador y de la P-touch no son 
iguales. (Solamente para una co- 
nexion en serie) 


Windows 

Inicie el asistente "Change Baud Rate Wizard", y despues seleccione 

la misma velocidad en baudios que la de la P-touch. 

Mac 

El Macintosh® podra no soportar la velocidad en baudios de 115.200 
bps de la P-touch. Una vez cambiada la velocidad en baudios de la 
P-touch de acuerdo con "Cambio de la velocidad en baudios del P- 
touch" en la pagina 35, seleccione una velocidad en baudios de 
57.600 pbs en el cuadro de dialogo "Print". 


(Windows solamente) 
No se puede fijar la 
velocidad en baudios 
utilizando el asistente 
"Change Baud Rate 
Wizard". 


El ordenador no soporta la velo- 
cidad en baudios de 115.200 
bps de la P-touch. 


La velocidad de transmision predeterminada del P-touch de 115.200 
no es compatible con ciertos PC. 

Una vez cambiada la velocidad en baudios de la P-touch de acuerdo 
con "Cambio de la velocidad en baudios del P-touch" en la pagina 
35, inicie el asistente "Change Baud Rate Wizard", y seleccione una 
velocidad en baudios de 57.600 pbp o de 9.600 bps. 




Error 99 

El ordenador no puede detectar 
la P-touch. 


Compruebe lo siguiente: 

• ^Esta encendida la P-touch? 

• ^Esta correctamente conectado el cable de interfaz? 

• ^Ha sido seleccionado con el asistente "Change Baud Rate Wizard" 
el puerto COM al que esta conectada la P-touch? (Muchos PC 
tienen mas de un puerto COM.) 




Error 1,5 

No se puede usar el puerto en 
serie del ordenador. 


Los puertos COM de algunos PC por defecto estan desactivados. 
Compruebelo en el manual del ordenador o pregunte al fabricante 
del ordenador, y luego active el puerto COM. 
<Comprobaci6n de puerto COM (Windows 95/98)> 
Haga doble die sobre "System" en la pantalla de "Control Panel". 
Haga die en la ficha "Device Manager", y despues haga die sobre el 
signo mas que hay junto a "Ports (COM & LPT)". Compruebe que 
COM1 y COM2 se encuentran en la lista y que no hay visualizado un 
smnbolo de error. 



* Si hay dos o mas P-touch del mismo modelo conectadas a traves de sus puertos USB, seleccione "PTUSB (PT-9200DX- 
XXXXXXXXX):" (donde XXXXXXXXX es el numero de serie) en lugar de "PTUSB:". 
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Problema 



Solucion 



La cinta no sale correctamente despues de haberse 
cortado automaticamente. 



Apague la maquina, abra la cubierta del comparti- 
miento de la cinta y, si hay una casete de cinta dentro, 
extraigala. 




Utilizando un palillo de algodon, humedecido en al- 
cohol isopropilico (para limpieza), limpie la pieza 
metalica de la ranura de salida situada a la izquierda 
del cortador. 
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Cambio de la velocidad en baudios de la P-touch 



La velocidad en baudios por defecto de la PT-9200DX para una conexion en serie es de 1 1 5.200 bps. Algunos ordenadores 
podran no soportar una velocidad en baudios de 1 1 5.200 bps. En este caso, siga el procedimiento de mas abajo para cambiar 
la velocidad en baudios de la P-touch a 9.600 bps. Tambien, la velocidad en baudios para el puerto debera estar puesta a 
9.600 bps. 

O Apague la PT-9200DX. 

© Mantenga presionado el boton de alimentacion durante unos cinco segundos. 
© Suelte el boton cuando el mismo comience a parpadear en verde y rojo. 

© La velocidad en baudios de la PT-9200DX ha sido a ajustada a la velocidad en baudios mas baja de 9.600 bps. 




Boton de alimentacion 
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Especificaciones de la maquina 



Fuente de alimentacion: 


Entrada de 1 20 V CA, 60 Hz 


Cinta de impresion: 


6 anchuras disponi 
1/4" (6 mm) 
3/8" (9 mm) 
1/2" (12 mm) 
3/4" (1 8 mm) 
1" (24 mm) 
1 1/2" (6 mm) 


Cabezal de impresion: 


384 puntos 
360 ppp 


Cortador de la cinta: 


Cortador completamente automatico 
Cortador semiautomatico 


Puerto: 


En serie, USB 


Dimensiones: 


120x150x250 mm 


Peso: 


1.5 kg 



Accesorios 

• Accesorios de consumo 

Adquiera los casetes de cinta en el distribuidor autorizado que le quede mas cerca. Brother no puede hacerse 
responsable de los problemas causados por el empleo de accesorios de consumo no autorizados. Emplee solo cintas 
Brother TZ con esta maquina. No emplee cintas que no tengan la marca jg. 



N.° de producto 


Descripcion 


CANT./PAQUETE 


PRECIO 


Cintas laminadas de 36 mm (1-1/2") 


TZ-161 


Caracteres negros sobre cinta transparente 




$27.99 


TZ-261 


Caracteres negros sobre cinta blanca 




$27.99 


TZ-661 


Caracteres negros sobre cinta amarilla 




$27.99 


Cintas laminadas de 24 mm (1 ") 


TZ-151 


Caracteres negros sobre cinta transparente 




$23.99 


TZ-251 


Caracteres negros sobre cinta blanca 




$23.99 


TZ-451 


Caracteres negros sobre cinta roja 




$23.99 


TZ-651 


Caracteres negros sobre cinta amarilla 




$23.99 


TZ-B51 


Caracteres negros sobre cinta naranja fluorescente 




$28.99 


TZ-252 


Caracteres rojos sobre cinta blanca 




$23.99 


TZ-354 


Caracteres dorados sobre cinta negra 




$26.99 


TZ-355 


Caracteres blancos sobre cinta negra 




$26.99 


TZ-S251 


Caracteres negros industriales (adhesivofuerte) sobre adhesivo bianco 




$25.99 


Cintas laminadas de 18 mm (3/4") 


TZ-141 


Caracteres negros sobre cinta transparente 




$20.99 


TZ-145 


Caracteres blancos sobre cinta transparente 




$20.99 


TZ-241 


Caracteres negros sobre cinta blanca 




$20.99 


TZ-242 


Caracteres rojos sobre cinta blanca 




$20.99 


TZ-243 


Caracteres azules sobre cinta blanca 




$20.99 


TZ-344 


Caracteres dorados sobre cinta negra 




$24.99 


TZ-345 


Caracteres blancos sobre cinta negra 




$23.99 


TZ-441 


Caracteres negros sobre cinta roja 




$20.99 


TZ-541 


Caracteres negros sobre cinta azul 




$20.99 


TZ-545 


Caracteres blancos sobre cinta azul 




$23.99 


TZ-641 


Caracteres negros sobre cinta amarilla 




$20.99 


TZ-741 


Caracteres negros sobre cinta verde 




$20.99 


TZ-B41 


Caracteres negros sobre cinta naranja fluorescente 




$24.99 


TZ-M41 


Caracteres negros sobre cinta transparente (mate) 




$23.99 


TZ-S241 


Caracteres negros industriales (adhesivo fuerte) sobre adhesivo bianco 




$21.99 


TZ-WB41 


Caracteres negros sobre cinta Bugs Bunny 




$23.99 


TZ-WT41 


Caracteres negros sobre cinta Taz 




$23.99 


TZ-WS41 


Caracteres negros sobre cinta Tweety & Sylverter 




$23.99 


Cintas laminadas de 12 mm (1/2") 


TZ-131 


Caracteres negros sobre cinta transparente 




$16.99 


TZ-231 


Caracteres negros sobre cinta blanca 




$17.99 


TZ-232 


Caracteres rojos sobre cinta blanca 




$17.99 


TZ-335 


Caracteres blancos sobre cinta negra 




$20.99 


TZ-S231 


Caracteres negros industriales (adhesivo fuerte) sobre adhesivo bianco 




$18.99 


Cintas laminadas de 9 mm (3/8") 


TZ-121 


Caracteres negros sobre cinta transparente 




$14.99 


TZ-221 


Caracteres negros sobre cinta blanca 




$16.99 


TZ-325 


Caracteres blancos sobre cinta negra 




$18.99 


TZ-421 


Caracteres negros sobre cinta roja 




$16.99 


TZ-S221 


Caracteres negros industriales (adhesivo fuerte) sobre adhesivo bianco 




$17.99 
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N.°deproducto 


Descripcion 


CANT./PAQUETE 


PRECIO 


Cintas laminadas de 6 mm 0/4") 


TZ-1 1 1 


Caracteres negros sobre cinta transparente 


I 


$12.99 


TZ-211 


Caracteres negros sobre cinta blanca 


1 


$14.99 


TZ-315 


Caracteres blancos sobre cinta negra 


1 


$17.99 


TZ-S211 


Caracteres negros industriales (adhesivo fuerte) sobre adhesivo bianco 


1 


$15.99 


Cintas especiales 


N.°deproducto 


Descripcion 


CANT./PAQUETE 


PRECIO 


i TZ-SE4 


Caracteres negros sobre cinta de seguridad de 18 mm (3/4") 


1 


$29.99 


TZ-FA3 


Caracteres azules sobre cinta de tela de 12 mm (1/2") 


1 


$24.99 



Juego de sellos 



N.°deproducto 


Descripcion 


CANT./PAQUETE 


PRECIO 


SK-LB 


Juego para hacer sellos para negro grande 


1 


$39.99 


SK-MB 


Juego para hacer sellos para negro medio 


1 


$37.99 


SH-LB 


Estampador adicional para negro grande 


1 


$27.99 


SH-MB 


Estampador adicional para negro medio 


1 


$24.99 


Opciones 


N.°deproducto 


Descripcion 


CANT./PAQUETE 


PRECIO 


TZ-CL6 


Casete de limpieza del cabezal de impresion 


1 


$27.99 
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INFORMACION PARA CONTACTAR CON BROTHER 



Lugares de los centros de reparacion 

Si necesita recurrir a un centro de reparacion, le rogamos que Name al 1 -800-284-HELP (4357) 
para local izar el centro de reparacion autorizado mas cercano a usted. 
Nota: Asegurese de llamar al centro de reparacion antes de visitarlo. 
Los centros de reparacion no ofrecen asistencia sobre el funcionamiento. Consulte "Asistencia sobre el funcionamiento". 



Asistencia sobre el funcionamiento 

Para asistencia tecnica y sobre el funcionamiento puede llamar al servicio al cliente de Brother: 
1 _877-4-P-touch (voz), o 1 -901 -379-1 210 (Fax) 



Asistencia en Internet 

Para obtener informacion sobre el producto y descargar los controladores mas recientes: http://www.brother.com 
Para hacer pedidos de accesorios y ciertos productos Brother: http://www.brothermal I .com 



Accesorios y suministros 

Para hacer pedidos de accesorios o suministros Brother mediante Visa, MasterCard, Discover o American Express puede 
llamar gratis al 1 -888-879-3232, o rellenar el formulario de pedidos que se encuentra 

en 

la guia del usuario y enviar por fax ambas caras del mismo al 1 -800-947-1 445 

Para hacer pedidos de accesorios por Internet: http://www.brothermal I .com 

Para hacer pedidos por correo o mediante pago con cheque, rellene el formulario de pedido de accesorios y 

envielo por correo junto con el importe a: 

Brother International Corporation 

Attn: Consumer Accesory Division 

P.O. Box 341332 

Bartlett,TN 381 84-1 332 



Sistema de contestation por fax 

El servicio al cliente Brother tiene instalado un sistema de contestacion por fax de forma que el cliente puede obtener 
respuestas instantaneas a las preguntas comunes e informacion sobre productos de todos los productos Brother. 

Este servicio esta disponible las 24 horas del dia, 7 dias a la semana. El cliente puede utilizar este sistema para que le sea 
enviada la informacion a cualquier facsimil, no solamente el facsimil desde el que usted esta llamando. 

Llame por favor al 1 -800-521-2846 y siga las indicaciones de voz para recibir instrucciones por fax sobre como utilizar el 
sistema y un mdice de solicitudes que se pueden hacer por fax. 
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